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This report is based upon a comprehensive study by the University of Minnesota,

Mechanical Vagineering Department, covering the Preservation of Materials in Dehumidi-

fied Storage. The studies were sponsored by the Department of the Navy, Bureau of

Yards and Docks, through a Cooperative Research Program Contract, NOy-79585, dated

17 June 1953.
- k The main objective of the program was to evaluate all data or information on

the subject of preservation of materials in dehumidified warehouses available from

Navy source, or any other source, and sunmarize the material into a series of reports.

This is a technical report covering a sumnation of material included in the

project progress reports primarily of interest to engineers or technical personnel

interested in the design, construction, or operation of dehumidified storage spaces.

A-o



The prevention of the deterioration of materials has long been prsacticed br

civilizsation with a great deal of concern and expense. The preservation of materials

affects literally every person in all walks of lis. Billions of dollars are expended

aru.ually to find and apply ways and means of extending the life of man's shelter, his

tools and equipment, and the materials essential to wdern civilisation. Practically

every product built or manufactured must comply with specifications intended to

inorease its resistance to deterioration.

Materials and equipment, particularly the type of equipment used by the

Military, which are stored against a futured need are subject to deterioration even

though they are not :n use. Therefore, they should be stored under conditions

which cause a very minimum of deterioration and thereby insure maximum reliability

in time of need. There are many environmental factors such as oxygen, ozone, fungi,

dirt, acids, etc. that must be dealt with but the most inportant factor is moisture

since it predominates in almost all deterioration processes. Consequently, storage

of material and equipment in a dry or controlled humidity atmosphere reduces or

eliminates most of the deterioration which might otherwise occur.

To achieve a suitably dry atmosphere, dehumidification - the removal of water

from the warehouse atmosphere - is required in most storage locations utilized by

the Navy. Dehuhidified storage reduces the need for expensive packaging and preser-

vation treatment; reduces the damage from rust, corrosion, mildew, and rot; and

reduces the need for frequent cyclic inspection and represervation, Savings resulting

from these reductions are frequently adequate or more than adequate to defray the cost

of providing dehumidified storage. Furthermore, there is an added advantage in having

the stored items in better condition for issue.

It is the purpose of this report to explain the need for application of dehumidi-

fied storage, to provide technical information for the accoupliskhient of dehumidified

storage, and to recomnend operating procedures for dehumidified storage.
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I. P1'.ZVATON OF MAT•ahALS BY MrFOU.• MIOITY S')AG

A. PRIIAY CA11SS OF DETVTORATWO

1. aWM Deterioration is a loss in the value of a material or a decrease

in the ability if a product to fulfill the function for vhich it was intended.
Generally, deterioration is limited to impairment due to natural causes; such as

moisture, moderate heat or cold, ultra-violet radiation, slow electrochemical

reactions, and biological agents. Climate or environment determines which agents

are present at a given location to shorten the useful life of materials. The

intensity of the physical deteriorative agents - heat, sunlight, dust, and dirt -

varies according to g eographical location and the prevailing climate of the region.

The chemical agents, moisture, salts, alkalies, and gases, are dependent on climate

or industrial effluents for intensity of their action. The biological agents, fungi

(molds), baoteria, insects, and marine organisms, are dependent upon the existence

of optimum humidity, temperature, and nutrients to thrive in an active, destructive

way.

2. Effect of Climatic Conditions, The intensity of the deteriorative

attack by the physical, chemical, and biological agents of deterioration is, for the

moat part, dependent upon the prevailing climatic conditions for any given locality.

The climatic variables most concerned with material deterioration are moisture, tem-

perature, light, atmospheric oxygen and ozone, air contaminants, dust, dirt, and sand.

Each factor contributes to material deterioration; however, they never

occur singly in the atmosphere. Many times it is the cr.bi.nation of these variables

which determines the seriousness of attack. To facilitate this discussion, each

variable will be discussed separately.

Much of the information available on the degradation of materials by

exposure to climatic variables is in reference to extreme climatic conditions. The

interpolation of data to the moderate climatic conditions, as experienced in ware-
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house storage, is quite difficult. The extent of deterioration caused by climatic

factors not only dernds upon the degree in which they appear individually but,

more important, upon the degree to which they exist in combination with each other.

M•any materials are little affected by a single climatic variable but may be seriously

affected when this variable is combined with another deteriorative agent.

3. Moistu Atmospheric moisture is the most common factor which is

effective in accelerating the deterioration of materials. Secondary in influence

is temperature, but, within the normal range of temperatures which usually occurs

in warehouses, temperature is not of prime importance. Moist',ire will accelerate

deterioration in varying degrees, depending ,upon the type of materials involved and

the quantity of moisture available.

Moisture in the atmosphere occurs in the form of water vapor. The quantity

of water vapor in the atmosphere varies according to the climatic conditions in

the different areas of the United States. Air at high temperatures can contain more

moisture at saturation than air at low temperatures; hence, air at 900F, and saturation

or 100i relative humidity contains an absolute quantity of moisture far greater than

saturated air at 500F. s. 100• relative humidity. This moisture content of the air

is referred to as humidity. There are two ways of describing humidity or the moisture

content of air; absolute humidity, and relative humidity (RH). Absolute humidity is

the actual weight of water per unit volume of air, usually expressed in grains of

water per cubic foot of air. Relative humidity (RH) is the percentage ratio of water

in the air as compared with the amount of water vapor the air could hold at saturation

at that same temperature. A more precise technical definition of relative humidity

compares the water vapor pn4.•u rather than quantities. Within the range of

warehouse temperatures the first definition of relative humidity is sufficiently

accurate for all practical purposes.

Moisture alone is not considered a deteriorative factor, although, when in
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combination with other agents, it exhibits high" degrading properties*. isture

in either liquid or vapor form is a necessary agent for almost al forms of

deterioration.

Water is one of the best chemical solvents knowm as it dissolves many chemicals

and brings them into contact with the surface of the materials to cause dampg. It

may combine with an industrial air contaminants, such as sulfur dioxide, to form

sulfurous or sulfuric acids, which are highly destructive to most materials. Although

water itself is fairly stable, it is capable of promoting reactions between substances

to cause other chemical reactions.

An electrochemical process, which is the principal cause of corrosion of

metals, relies upon the presence of an electrolyte which is primarily water in

combination with various chemicals. The absence of water from an electrolytic

reaction will retard or stop the process. Rusting of iron and steel is an

electrochemiical process of economic importance.

Water is also a necessity in all life processes, Biological growth, a

potential cause of deterioration in many materials, requires the presence of water.

Biological growth in and around materials may be controlled to a varying degree by

controlling the amount of water present. It has been found that very little fungal

growth occurs at relative humidities below 70%. Therefore, it is important to control,

within certain limits, the relative humidity of the air to obtain the optimuim degree

of preservation. Control of the humidity in a warehouse is the principal factor in

the preservation of materials.

Water may be present on a material as either free water deposited by

condensation or as absorbed or adsorbed water due to the hygroscopic popperties of

a material. The degradation due to moisture absorption may be of a physical nature

resulting in shrinking or swelling as water is given off or taken on due to changing

temperatures and humidities. Alternate shrinking and slling may cause warping of
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easme materials. In many cases, stresses are *at up within the material which may

cause fracture of the material at joints where adhesives are used.

Some hygroscopic materials take on water without a qhange in its physical

or chemical nature and hence are said to 4ad9 moisture. These materials are termed

desiccants, and theit use in warehouse dehumidification will be discussed later in

this report.

The water condensed on or absorbed by an organic material may be adequate

to support microbiological activity and result in mildew or rot.

The water condensed on metals in sufficient quantities to establish electro-

chemical cells may cause rusting and corrosion. Water containing dissolved gases

or alkalies may chemically affect the metals or stimulate the electrochemical action.

4, T=qrAu Tenperature affects material degradation in several

ways. Temperature extremes may cause physical and chemical chonges in the material,

loss of the useful properties exhibited at ordinary temperatures, and by combining

with the other climatic or atmospheric variables, control the rate of chemical

reactions and biological activity.

As most composite materials are non-uniform heat conductors, temperature

changes set up a temperature gradient throughout the materials which regults in

varied internal stresses. These internal stresses caused by dimensional changes may

rupture the material depending upon its physical properties. This is true for a com-

bination of materials having different coefficients of thermal expansion where a temp-

erature gradient will cause a dimensional change in one material which in turn applies

stress upon the others. Dimensional changes are generally of a temporary nature,

unless the change is large 3nough to cause rupture or breakage of the material.

In the case of deterioration by a chemical process, the chemical reaction

rate approximately doubles for every 100 centigrade (180F.) rise in temperature.

Therefore, most deterioration is increased upon heating and decreased on cooling, as
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most substances have increased sobubility and are thus more susceptible to reaction

with water and oxgen at elevated teeratures. Many organic materials my alse

undergo internal chemical changes at elevated temperatures.

Although temperature somewhat affects the degrees of biological attack,

the mrange at which it retards growth is at the upper range of temperature encountered

in normal storage conditions. The optimum temperature range for most fungal

growth is from 500 to 900F.

The important physical and chemical changes in the structure of a material

due to temperature only are usually encountered either above or below normal

warehouse temperatures. The important effect of moderate temperatures occurs when

it combines with other physical agents of deterioration.

5. Ld&h Sunlight is an important factor in outdoor deterioration and

may also contribute to deterioration by its entry through openings or windows in

warehouses. Its most important effect is that portions of the sun's spectrum alone

or in combination with other agents may bring about chemical reactions in an

irradiated material.

Absorption of a specific wave length of light by a material may cause an

activation of molecules within the material. This molecular activation may result

in a loss of energy through collisions and reradiation or a chemical change in the

material composition. Loss n energy results in raising the temperature of the

material. The effect of a temperature rise on deterioration has been previously dis-

cussed. The ultraviolet and visible portions of the spectrum are responsible for

activation of molecules. Absorption of the infrared spectrum results in a temperature

rise and no direct chemical action.

Sunlight, in addition to its heating effect and photochemical action, has

an important influence on biological growth. Many organias are destroyed by ezposure

to light, particularly the ultraviolet portion of the spectrum. Howver, some
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organisms depend upon light for their survival. Any organism which depends upon

photosynthesis for the manufacture of starches, sugarse and other food products

cannot live without the presence of light.

The amount of deterioration produced by sunlight depends upon the chemical

structure of a material, the light wave lengths present, prevailing temperature,

and the degree of reactive substances and agents of deterioration present. In

summary, light has a deterioration effect upon materials by causing: (1) temperature

rise, (2) photochemical reactions, and (3) biological growth.

A. Oxygen and Ozone, The normal constituents of air, except oxygen

and ozone, are inert gases. At normal temperatures and pressures, the inert gases

will not react with substances, however, deterioration by oxygen and ozone is well

known. Degradive reactions by oxygen and its allotropic form, ozone, are chemically

similar. Ozone, having a much higher energy content, is a more powerful oxidizing

agent with the ability to attack many materials not affected by oxygen.

As previously mentioned, deterioration by oxygen is dependent upon other

physical and chemical agents. Temperature is probably the most important agent as

oxidation by ozone and oxygen are chemical reactions controlled by temperature.

The tendency is to increase the rate of reaction with the increase in temperature.

7. Atmospheric Contaminants. Oxygen and ozone are the only constituents

of the atmosphere that lead to deterioration. However, in various urban, industrial,

and coastal regions, there are atmospheric contaminants present which seriously

affect deterioration.

The atmosphere may be contaminated with sulfates and chlorides such as salt

spray from the sea water In ccastal regions. These salts react with water to form

an electrolyte which rac1* •.-s the corrosion of metals.

Urban and industrial atmospheres contain various by-products of combustion

from manufacturing processes which may cause degradation of many materials. The most
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common contaminants are oxides of sulfur, carbon and hydrogen sulfide. These oxides,

when combined with water, may form acids which are detrimeqtal to most materials.

Sulfurous and sulfuric acid are more stronglv ionised than carbonic acid resulting

in a much stronger attack on many materials. Hydrogen sulfide is by itself, a

strong reducing agent which reacts with most metals. Sulfur dioxide alone is a strong

bleaching agent, as evidence by its use as an industrial bleach.

In conclusion, the general effect of atmospheric contaminants on the deterior-

ation of materials is due to their combination with moisture with the resultant

formation of acids.

8. Dust. Dirt, and Sand, Dust, dirt, and sand promote deterioration

by their chemical, hygroscopic, and abrasive properties. The degree of deterioration,

as is true of most agents, is somewhat dependent upon the presence of other physical

or chemical agents.

Fine dust is a nucleus for condensation with the ability to hold moisture

in close contact with a material surface. Because dust and dirt are hygroscopic,

they will attract moisture from the atmosphere. Thus, a highs, moisture level is

maintained on the surfaces of materials with a tendency to establish electrochemical

cells and thus increase degradation.

Dust, dirt, and sands are fine organic or inorganic particles having a

definite chemical nature. Depending upon their origin, they may be either alkaline

or acid and may provide a chemical reaction in the presence of moisture. An acid or

alkaline reaction proves harmful to most materials. Highly abrasive characteristics

are exhibited by dust, dirt and sand when present between moving parts or when impinging

on stationary parts under other dynamic conditions, such as wind. This abrasive

property is not important unless the material is subjected to a dynamic influence,

usually not encountered in indoor storage of materials.

9. S Climatic factors, such as moisture, temperature, sunlight,
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oxygen and osone, atmospheric contaminants, dust, dirt, and sand promote deterioration.

The degree of deterioration resulting from exposure to these elements can be determined

only by definin a material in terms of its susceptibility to deterioration by any

of the climatic factors. Outdoor storage of any material is the most severe exposure

condition, and it can be expected that all deterioratiou processes will proceed at

a maximum rate. Any steps taken to reduce the severity of exposure will result in

less deterioration. In controlled humidity warehouse storage, the moisture is

reduced to an innocous level, the daily temperature fluctuation is small, sunlight

exposure is eliminated, and the impact of abrasive airborne sand and dirt is virtually

eliminated. The remaining factors - oxygen, osone, and duet - are of a secondary

importance when the other factors, especially moisture, are controlled, Thus

controlled humidity provides an optimum preservation condition for metals and many

organic and inorganic materials.

B. CAUSES AND FMEVEINTIOIN OF DETEUIOMATION OF MATEMLALS IN STORAGE. The deter-

ioration of materials in storage involves the same fundamental degradation processes

that are involved with materials and equipment that are in day to day use, The

principal difference betweeen a storage condition and a dynamic use condition is the

degree of exposure to climatic and degradative factors of the environment, In con-

sidering the degradation of materials, they may be classified into two categories -

metals and organic materials.

1. Deterioration of Metals There are many different forms of deterioration

involved with metals but the predominant form encountered in storage is c

This form of metal degradation is often referred to as "oxidation". The mechanim

of the corrosion process is described in the technical literature as an electrochemical

process.

a. Metal Corrosio The electrochemioal process of corrosion is a

complex phenomienon and space does not permit a complete discussion of the entire



subject. The reneral aspects of the corrosion process are discussed hers and a

brief technical discussion of the chemical aspects of metal corrosion in presented

in AprendiY 1. When metals come in contact with water or some types of solutions,

there is a tendency for electrically charge metal particles (ions) to :-o into solution.

Tecause the solution must remain electrically neutral, an equivalent number of positive

5ons of another element oust bc ,o• 1 ilaced. In tVe case or a metal smuch as iron in

water, hydrogen is plated onto the surface of the metal as a thin Invisible film.

The thin film of hydrogen can retard the reaction by insulating the

surface of the metal from the solution. !'Arthor build-up of the hydrogen film will

cause positive hydrogen ions to re-enter the electrolyte solution which esults in

reducing the entrance of the eleotricea.ly charged metal ions into solution. 1or this

reaction to continue, it requires that. the hydro3,en J.il3.m be removed from the metal

sur.face whih .s aeeor,'YIsh& by its nmrbinin! u.Jith nxygen in the solution to form

w.iater or escaping eas. Irrcsrective of the method by which the hydrogen is removed,

the corrosion process on the metal surface continues as more metal ions go into solution.

The renoval of the hydrogen f.il. is controlled principally by the concentration of

dissolved oxygen in the solution which in turn den.nds on the defree of aeration, flow,

and temperature of the water. The tendency of hydrogen to plate out as gaseous bubbles

increases with the acidity of the solution. A specific example of the eleotrochemcial

processes Involving iron is discussed in Appendix I.

b. alaial and anvironmental Factors Affecting Metal Corrosion In the

elect toohemical process of corrosion o-' motal.s, there are physical factors of the

metal itsef and environmental .factors which affect the process. The physical

Lact3-'s are the nature of the ýPetallic surface, oxide filma and electrode potential.

"oast metals are coated with an oxide film which in itself se.ve as an electrical

insulator or horriv" to the cnnucVt.ou o) trn aeleteic current. This -etar6s solubilVt;

a'T4 r'o e',,' .'zaet•nn. .,n iJc:easc in tomr.e,.ature ,'mcrally inc.r-Aases t-e rate of



chemical reactions and reduces the solubility of gases in solution. Changes

in temperature may also affect the solubility of reaction products in such a manner

as to change the nature of the corrosion products. The effect of oxygen in metal

corrosion is discussed in Appendix I. The effect of atmospheric contaminants have

been dise,-'med in the previous section.

c. Prevention of Metal Corrosion

(1) General. To prevent corrosion of metals, a control must be

exerted over the influencing factors. Prevention of metal corrosion during indoor

storage relies upon the use of various coatings, inhibitors, passivators, and atmos-

pheric dehumidification or a combination of these methods.

Inhibitors, passivators, and coatings may reduce th-c 'orrodibility of

the metals, the corrosiveness of the environment, or act merely as a mechanical barrier

against the corrosive medium. Dehumidification relies upon the fact that moisture

is required in the corrosion process and its removal will inhibit or completely

retard the corrosion process.

(2) T-letallic Coatimns There are basically two types of protective

metallic coatings used on corrodible metals, one type beine cathodic, the other

anodic to the base metal.

Cathodic coatings supply the metal surface with a more nobel

metal resulting in reduced corrosion. Pinholes and discontinuities in a cathodic

coating tend to cause an acceleration of localized corrosion. Corrosion is acceler-

ated at points where the base metal is exposed, as a small anodic area is present in

the electrolyte with the cathodic coating providing a suitable surface for the deposition

of hydrogen. Care must therefore be used in the application of cathodic coatings

and, in some cases, it may be advisable to apply an outer insulating coating.

Anodic coatings, being more anodic than the base metal, are pre-

ferentially attacked in the electrolytic process. In this manner, the anodic coatings

Ii
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exhibit their protective properties with eventual destruction of the coating. Unlike

cathodic coatings, they wil protect exposed surfaces of the base metal for some dis-

tance away depending upon the conductivity of the electrolyte and the metals concerned.

This type of coating should be chosen where the protective coating is likely to be

broken or contain pinholes.

There are many different methods of applying metallic coatings

such as metal spraying, dipping, electrc-leposition, deposition from a vapor, and

metallurgical bonding by rolling, to name a few. Probably the most common methods

are electro.deposition, sprayed and hot dip coatings.

The selection of the coating should consider durability, adhesion

to the base metal, cost and ease of application, uniform density and continuity,

and final appearance desired. In practical applications a compromise must be made

after consideration of the cost and type of exposure as none of the coatings exhibit

all desireable properties.

(3) Organio Coatinas Organic coatings are widely used in the

protection of metal surfaces from atmospheric corrosion. They act as mechanical

barriers preventing the corrosive mediums from reaching the metal surface. The

performance of an organic coating is therefore largely dependent upon its premea-

bility to moisture and its ability to adhere to the metallic surface. In many cases,

it is necessary to apply more than one coat to obtain satisfactory results.

The application of paint coatings is usually preceeded by an appli-

cation of an undercoat or primer coating. Although the primer coat provides a base

for the barrier coat, permitting maximum adhesion, it often supplies an inhibiting

or passivating effect against any corrosive media which may permeate the barrier

coat.

Other than selecting the proper coating, the most important

means of assuring satisfactory results is the proper surfae preparation and application.
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Prior to application of the primer and protective coating, metal surfaces should be

free of mill scale, oil, grease, corrosion products, and dirt. Cleaning of the metal

surface may be accomplished through the use of acid and alkaline treatments, organic

washes, and mechanical abrasion.

In many cases, a passivating treatment may be given the metal after

cleaning. This is especially advantageous on very active metals such as magnesium,

aluminum, zinc, and steel. An example of a passivation treatment is the use of a

phosphate coating on steel which converts the steel surface to the less active

metallic phosphate.

After cleaning, passivating, and priming of the metal surface the

organic protective coating may be applied. The most commonly used coatings are

greases, oils, lacquers, varnishes, enamels, and various special finishes such as

baked resin finishes which are used without a primer coat.

(4) Inhibitors and Passivators An inhibitor is defined as any

chemical substance or mixture that effectively decreases the corrosion rate when

added in small amounts to a corrosive environment. Inhibitors tend to decrease the

rate of current flow in the system by increasing anodic or cathodic polarization.

Those inhibitors which increase anodic polarization are known as anodic inhibitors

while those acting upon the cathodic are cathodic inhibitors.

The type of material to be protected and the environment to

which it is subjected must be thoroughly understood before the selection of the

inhibitor can be made. An inhibitor may effectively decrease the corrosion of a I

metal in one environment and actually promote corrosion of the same metal in a different

environment. In some cases, an inhibitor may decrease corrosion and, at the same

time, promote localized pitting.

Passivators are inhibitors which change the elctrode potential

to a more noble value. The tendency of an anodic inhibitor to act as a passivator
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is greater than that of a cathodic inhibitor. The ability of an inhibitor to act

as a passivator, as well as the amount of inhibitor required, is dependent upon the

type of metal, the environment, and the temperature.

Various long-chain nitrites referred to as volitile corrosion

inhibitors (VCI) have experienced limited use in the protection of metals, mainly

ferrous metals. The compounds are used as either a powder or impregnated on a

carrier such as fiberboard or paper. When enclosed in a space with the material to

be protected, the molecules of the inhibitor migrate to the metal surface in a vapor

phase thus resisting the access of water to the surface. The use of VCI requires

tightly sealed containers impermeable to water and corrosion inhibitor transmission.

(5) Dehumidiftcation Dehumidification is a method of prevent-

ing metal corrosion by reducing the amount of water vapor which is in the air. By

proper humidity control, it is possible to keep the moisture content of air at a

low level so that corrosion is not promoted. The term "controlled humidity" applies

equally to both air-conditioning processes of humidification and dehumidification.

These two processes are differentiated in that humidification adds moisture where-

as dehumidification removes moisture from the air. Dehunidification is a condition-

ing process in which moisture is removed from the air to provide a desired relative

humidity.

The recommended relative humidity for the storage of metals is in

the range of 40 to 50% at temperatures normally found in warehouses. Where metals

are subjected to extremely low temperatures and there is a sudden contact with warm

humid air, the temperature lag in the metal due to its heat capacity may result in

condensation of moisture on the surfaces. The literature devoted to deterioration

of metals suggests relative humidities within the range of 30 to 60%. However,

suitable protection is obtained in the range of 40 to W RM.
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a. •Gamr Materials of organic nature undergo degradation or

deterioration by a means unlike that described for metals. The general theory

covering the deterioration and corrosion of metals falls under the category of

electroohemical process.

The basic unit of composition of many organic materials is either

cellulose or hydrocarbon derivatives, and they can be affected by numerous chemical

and physical factors. U1pon exposure to combinations of the these factors, a

chemical change takes place which results in some change in the physical properties

of the materials. The changes brought about by these factors are not common to all

materials and likewise the degrees of exposure to such factors produces varied

results. The chemistry involved in the chemical changes taking place in the deter-

ioration of organic materials is extremely complex and cannot be discussed in de-

tail here; however, it is intended that this discussion will cover the highlights

of most organic materials and the factors which are predominant in causing deterior-

ation.

Organic materials, which are of primary interest, are wood,

paper, textiles, plastics, rubber and leather.

b. V The deterioration of wood in general is defined principally

by the end use of wood and the type of exposure to undesirable elements. The two

principal phases of wood deterioration are those due to warping, cracking, crating,

and those due to fungi, micro-organisms, and insects. Cracking and crazing of wood

results from improper seasoning and storage, while deterioration by fungi and insects

is inherent in wood and its products.

There are two main types of wood harming fungi, the wood destroying

fungi and the wood staining fungi. The wood destroying fungi are capable of dis-

integrating the individual wood cells which results in both physical and chemical



changes In the wood. Thses changes are often referred to as decay. The wood stain

ing fungi cause only discoloration in wood without causing a change in physical pro-

perties. Both the wood destroying and wood staining fungi are low forms of plant

life which infect all types of wood. Fungi are unlike green plants in that they cannot

make their own food but must have a supply available. In wood, this food supply

is stored in the wood cell walls. The growfh or development of fungi requires

favorable temperature and moisture conditions, plus food supply and air. The food

for growth comes from the wood itself while the other growth requirements are factors

of the envirom•ent. In the absence of any one of the growth requirements, the fungi

development may be retarded or even stopped for extended periods. However, when

favorable growing conditions are provided, the dormant fungi will be revived. Gen-

erally, the most suitable moisture conditions for fungi growth in wood is a moisture

content above the fiber saturation point (35" to 30%). The most favorable temp-

erature for fungi growth is in the range of 750 to 900F.

Wood at one time or another is exposed to infection by some type of

fungi; and, deterioration can always take place when conditions are favorable.

There is little that can be done in the way of sterilization to kill fungi because

subsequent exposure will recontaminate the wood.

Insects are another cause of wood deterioration and, like fungi, are

difficult to control. Again, the degree of exposure and the type of use defines

largely the susceptibility of wood to attack by insects. The predominant insect

causing deterioration of wood is the termite. It requires favorable temperatures

and moisture conditions to sustain its life.

Powder Post Beetles will thrive on all types of wood in dehumidified

storage. The dryer the wood, the more vulnerable to these types of beetles. Corrective

treatment is that recommended by BuDock Publication NavDock TP-PU-2 "Insect and

Rodent Control". Similar corrective treatment applies to termites if present in

the area of the st6rage facilities.
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Wood is relatively unaffected by normal variations in temperature.

Temperature in combination with humidity determines the moisture content of wood but

for this discussion, temperature is of secondary importance. The equilibrium

moisture content of wood and other hygroscopic materials is shown in Figure 15.

tight, like temperature, has little effect on wood other than being necessary for

fungi growth.

c. Pae Paper, like wood, has cellulose as its basic unit nf

composition. Because of this, it is susceptible to the same types of deterioration

as wood plus deterioration by other factors. In addition to deterioration caused

by biological agents, paper is also deteriorated by physical agents, chemical

agents, and manufacturing constituents. The biological agents consist of insects,

micro-organisms, and rodents. The physical agents are sunlight, heat, dust, and

moisture. Chemical agents consist of atmospheric smoke and gases. Manufacturing

constituents are deleterious chemicals used in processing paper.

Paper, because of its uses, is not as vulnerable as wood to large

scale infestation by cellulose feeding micro-organisms. Consequently, fungi is not

considered a primary deteriorant because fungicidal treatments of paper are simple

and effective. Paper is more susceptible to deterioration when exposed to physical

agents. Changes in paper which take place upon exposure are photochemical, oxidative,

hydrolytic, and other chemical changes. These changes are often referred to as

"Natural Aging". They result from exposure to light, heat, moisture and acidic

atmospheric gases. The rate of any chemical change depends largely upon the

degree of exposure. Of the factors listed above, exposure to sunlight is probably

the most harmful. Cellulose in paper is deteriorated by the ultraviolet portion of

the solar spectrum, evidenced by discoloration, embrittlement, and loss of tensile

strength. Heat and water vapor tend to increase the action of light on paper

deterioration.
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Paper exposed to moderate heat alone does not suffer appreciably.

A more harmful exposure is in an atmosphere contaminated with sulfur dioxide.

Paper exhibits an increase in acidity and a decrease in folding endurance when

exposed to sulphur dioxide. The presence of deleterious materials in the paper

from manufacturing is directly related to the quality of paper, the cheaper papers

having more contaminants and consequently undergo more deterioration.

Ordinary paper may be differentiated from wet-strength paper on

the basis of the effect of excessive moisture. Many types of untreated papers

lose their structural strength and the fibers fall apart due to the solvency in

water of the gelatinous bonding material. Wet-strength papers are more resistant

to excessive moisture conditions.

The recommended storage temperature for paper is within the range

of 650 to 800F. and relative humidities from 40 to 55". Paper is a material which

is affected primarily by exposure to sunlight and acidic gases in the atmosphere.

Normally, warehouse storage does not allow exposure to sunlight thereby eliminating

one of the major causes of deterioration.

d. Textiles and Cordare For the most part textiles are composed

of organic materials, and therefore undergo degradation in the same manner as other

organic materials. The natural fibers used in textiles consist of cotton, wool,

linen, and silk. The synthetic fibers consist generally of viscose, nylon, acetates,

rayons, polyvinyl, and polyester. Another synthetic fiber is the glass fiber which

is used in textile manufacture. Cordage is made largely from natural fibers of jute,

hemp, sisal, and ramie.

Textiles deteriorate by either biological or chemical-physical

agents. The biological agents are principally micro-organisms (fungi and bacteria)

and insects. The chemical-physical agents are sunlight, oxygen, moisture, temperature

changes, and other components of the weather including atmospheric contaminants.
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It is impossible to evaluate the deterioration of textiles in terms

of aO one agent or by segregating the agents of deterioration into a class of

primary or secondary causes. The action of biological agents and exposure to the

chemical-physlical agents constantly causes reactions. It is only the rate of the

reaction that can be changed by environmental control. Organic reactions require

two reactants. In the case of textiles, the fibers themselves are one reactant and

any of the deteriorative agents previously mentioned constitute the other reactant.

By altering the conditions required for a reaction to occur, the rate of reaction

can be reduced and, if carried out to the limit, the reaction may be stopped entirely.

Textiles, like paper, are affected by exposure to light and, in

particular, to the ultra-violet portion of the spectrum. Most textiles exhibit a

lose in tensile strength on such exposure. Dyes are also affected by exposure to

light with resulting change in color. Acidic contaminants in the atmosphere have

a damaging effect on various textiles, and it has been found that the tensile

strength of cotton varies with acidity of the atmosphere.

The storage temperature recommended for textiles is within the range

of 400 to 800F., and the recommended relative humidity is in the range of 40 to 50%.

Textiles are predominantly affected by exposure to sunlight, atmospheric contaminants,

fungi, and other biological agents. Inasmuch as sunlight is elinnated in warehouse

storage, the control of biological agents is taken care of with a storage environment

of normal warehouse temperatures and a humidity in the neighborhood of 45% relative

humidity.

e. Plastics and Rubber The deterioration of plastic and rubber

materials is difficult to describe without undertaking lengthy discussions of each

individual compounding. Plastics and rubber are usually considered in the same material

category as they have basically the same molecular construction. They are usually

referred to as polymers of high molecular weight. Today most plastic materials, in-

_ __ I
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eluding some types of rubber, are synthesized and have propertUe msch the same as

materials .ade from natural sources. In the compounding of the various plastics

and rubber, additives such as fillers, plasticisers, pigments, vulcanizers,

stabilizers, and dyes are used. These materials must be considered along with the

basic composition since they are, in many cases, involved in the overall deterioration

process. It follows that each individual compounding must be separately considered

for different exposures and extent of deterioration.

Chemical and physical deterioration of organic plastics results in

cracking, reduced strength, warping and loss of transparency. The physical

changes usually result from loss of plasticizer and exposure to cyclic humidity

conditions. Chemical changes in polymers depend to a large extent upon the basic

design of the polymer. Polymers are classified in two main groups according to

their molecular structure: (1) linear or chain polymers and (2) branches network

polymers. The linear polymers are often referred to as thermoplastics and the

branched polymers as thermosetting polymers. The strength of linear polymers is

dependent upon the size of molecule and interchain forms within the individual

molecules. The number of cross-links in linear polymers is small compared with the

branched network thermosetting polymers.

The linear thermoplastic polymers may deteriorate in arn of three wayst

(1) the chains may divide into smaller segments; (2) the chains may be tied to-

gether by cross-links; or (3) the nature of side groups may be changed. Since linear

polymers are essentially long-chain molecular polymers, cutting the length of the

chain is most important since this reduces the size of the molecule which in turn

results in decreased strength. The second condition which results by introduction

Sof cross-linkages is not as important although higher strength may be induced, and

if carried to extremes, will cause a loss of elasticity, and consequent increased

shrinkage and cracking. The third factor, a change in the structure of side groups
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can result in a degradation of certain properties such as electrical characteristics,

moisture absorption, and others, although no serious effect is noticed in strength.

Thermosetting plastics are not greatly affected by the first two types of molecular

changes, but modification of side groups may cause surface deterioration on exposure

to weather.

As with other organic type materials, the organic compounds inclufing

plastics and rubber are susceptible to reactions with various factors of the environ-

ment such as water vapor, osone, and oxygen. These agents, among others, cause a

deterioration of plastics upon exposure to the weather. Of the three, the most

important in the process of deterioration is oxygen, and second is ozone, These two

elements will cause a change in the molecular structure which, in turn, results in

changes in physical properties. The degree of exposure determines to a large extent

the rate of deterioration. Also, the chemistry of the material determines to a large

extent its susceptibility to deterioration by oxygen or ozone. Oxygen and ozone

promote reactions which are irreversible; and, once the reaction has started, little

can be done to activate any change in the opposite direction. The exposure of

plastics to ultra-violet light results in cracking and crazing. Light in combination

with other physical and chemical agents will cause discoloration, embrittlement, and

a general loss of properties in plastics. The degree of deterioration depends

largely upon the type of plastic.

The effect of water vapor on rubber has been found to be of secondary

importance in its degradation, and, at present, there are diverse opinions as to

which agent - oxygen or ozone - is the primary cause of rubber deterioration. The

rate and degree of d eterioration of rubber varies according to type and composition.

Exposure of rubber to light is known to cause cracking and crazing. Recent use of

antioxidents tends to indicate that ozone and heat are more important than oxygen

in the degradation of rubber.
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Ther i also a wide diversity of opinion concerning optim storage

conditions for maxima shelf life for rubber. Storage in a cool, dark atomosphere,

with temperatures in the neighborhood of 50 to 55F. and humidities in the range of

50 to 60%, is recommended. It is impractical to attempt any control over the ozone

or oxygen content of warehouse air. However, indoor storage is beneficial to rubber

in that sunlight, a factor promoting ozone deterioration, in eliminatedi and rubber

is M& adversely affected by the lower humidities maintained in dehumidified ware-

houses.

No specific storage conditions for the various plastic compounds have

been found in published literature. Organic materials in general are primarily

affected by oxygen. However, they are also subject to microbiological attack and

changes in physical properties due to extreme temperatures and humidity conditions.

In view of this, it is recommended that plastics be stored at moderate temperatures,

400 to 800F. and at humidities below 70'.

f. IaBnt The most degenerative source of moisture on paint films

other than immersion in water is condensation which thoroughly wets a paint surface.

Many paint vehicles are solvent in water, particularly cellulose derivatives, and others

to a varying degree. Paint failure due to water has been eliminated through the

development of highly insoluble pigments and very impermeable vehicles.

Low temperatures cause most paints to become brittle, however, paint

films at low temperatures show better aging characteristics. Variation in the thermal

expansion of paints and the painted surfaces may cause cracking and checking of the

paint films under varying temperature conditions. Increased temperatures cause an

increase in chemical destruction of paint films.

Like textiles, dyes, plastics and rubber, paints, and lacquers are

seriously affected by photochemical activity of sunlight. Paints compounded of

various zinc oildes and titanium dioxide exhibit chalking on exposure to light.
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Besides the photoohamcal deterioration of pigments, radiant enrgy from sunlight

acts as a catalyst in the chemical degradation of the various paint companents.

Oxidation of paint film is greatly increased in the presence of heat, moisture,

and light. Although oxygen is required in the drying of paints, further oxidation

results in brittleness, cracking, scaling, and chalking.

Paints containing pigments of white lead are highly reactive to

sulfur dioxide and hydrogen sulfide. In the presence of moisture, the sulfur

compounds react with white lead to form a dirty black lead sulfide. There are,

however, many paints such as those using titanium or sinc pigments which resist

such deterioration.

Warehouse storage, either normal or dehumidified, is adequate to give

applied paint coatings ample longevity while in storage.

g. Loather Finished leather is an end product of animal skins

which has undergone chemical and mechanical changes to improve its stability.

The chemical and mechanical treatment of leather is known as "tanning". It is

through- tanning that leather derives its ability to withstand deterioration

from different elements. The major deterioration of leather is due to a chemical

process called hydrolysis. The chemical changes occuring during the process of

hydrolysis involves water, and therefore, the moisture content of leather is an

important factor in this type of deterioration. It is possible to more or less

custom-make or tan leather to give resistance to various elements by altering the

tanning process.

The recommended storage temperatures for leather are moderate

temperatures, 400 to 700F. and relative humidities below 70%.

h. Mn Glass is primarily an inorganic material. It is subject

to deterioration by the same factors that cause other materials to deteriorate.

Normally, glass is thought of a being very stable and relatively unaffected by moisture,
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beat, or light. Certain constituents of glass are, howwer, affected by moisture

with resultant fogging of the surface. The surface of glass absorbs moisture, and

a glass surface is also easily wetted. When water comes in contact with the surface

of glass*, certain water soluble constituents of glass migrate to the glass surface

forming crystals of hydroxides and carbonates. The rate at which these deposits

are formed is a function of relative humidity with the higher rate of formation

being at the higher relative humidities. Test have shown that the rate of deterior-

ation is extremely low at relative humditiee of 60% or below.

The majority of cases of deterioration of glass surfaces has been

noted on highly ground glass lens elements in optical instruments. Fungi and

biological agents have also been found to deteriorate glass surfaces of this type.

Since fogging and microbiological growth on glass surfaces are a result of high

humidity, the recommended conditions for the storage of glass are moderate temper-

atures 400 to 800F. and a relative humidity below 60%.
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C. XIN-TOR*0 PRESERVATION OITK D U33D BY mILXRT MUCXU3 AND IN.USM.

1. General Following World War IT the military agencies were faced with

the requirement of preserving material and equipmmnt for an indefinite period of

time. The magnitude of this requirement had never existed previous to this time and

consequently no established methods or practices were k iowii to make such an un er-

taking convenient. Co,,,-ci, ',!usLi n ss., by its nture dooo riot itore

finished goods, such as military equipment, for any extended period of time partic-

ularly in a static or inactive state. It was known at this time, that for the long-

term preservation of military material and equipment, methods would have to be de-

vised to protect this material principally from exposure to high moisture conditions

and other elements of the climate such as sunlight, dust, etc. The largest single

factor in this long-term requirement existed with the U.S. Navy Bureau of Ships where

surplus vessels of all types were to be deactivated. Studies were initiated immed-

iately following World War II to devise methods of undertaking this program. Subse-

quent to this the U.S. Navy initiated studies to establish similar methods and pro-

cedures which would be applicable to warehouse storage. Concurrently the U. S. Army

and Air Force initiated studies to determine methods of providing long term storage

and preservation of equipment. All of the methods ui,,i h,.1 thu jinl••. comnon denomnin-

ator that they were in one way or another a form of controlled humidity storage.

The principal. difference, however, was in the 'ype of -mclosures 'hat were required

and used to accomplish this task. One of the predominant factors common to all of

the programs was the type of containers used.

2. Sealed Containers There were various types of sealed containers

utilized by all branches of the service for the preservation of material and equip-

ment. In the sealed containers there were four basic types of preservation mediums

used, such as inert atmospheres, dehumidified air, oil emulsion, and vapor phase

inhibitors (VPI). These preservation mediums were incorporated in storage containers I



ranging in else from small metal cans to gasoline storage tanks and ships. In

containers filled with dry air only, a static desiccant was placed inside the container

and allowed to absorb the moisture contained within. This type of container,

however, had a disadvantage in that its internal temperature and humidity

fluctuated widely throughout the course of a single day. The net result of this was

a considerable amount of deterioration due to the continuous mo enent of water

vapor within the container. Other instances were described where containers

consisting of 50 gallon drums were filled with oil and such items as small ares

and rifles were immersed and sealed. This method of long-term storage and preservation

gave satisfactory results. However, the costs associated with such a program

proved to be prohibitive.

Larger sealed containers, 250 to 1000 cubic feet in capacity, were

constructed of steel plate and used for the long-term storage and preservation of

artillery weapons. The results of this program were satisfactory, however, the

maintenance required on these storage enclosures was excessive and the costs were

high. This method of preservation does lend itself to the long term storage and

preservation of such things as airplane engines for both shipment and outdoor stor-

age. To alleviate the problem of pressure fluctuations due to temperature changes

in the sealed containers, a method was devised whereby the container was provided

with a breathing vent. This vent was so designed that during the day when the

contAiners- were exposed to heat from solar radiation, the enclosure was allowed to

breathe through the vent and with the breathing taking place through a desiccant

material which absorbed any moisture. The vent essentially acted as a two-way valve

and upon cooling any outdoor air entering the container was dehumidified when passing

through a desiccant. No extensive use of this type of container was used, but the

results at least experimentally were considered to be favorable.



-27-

3. Striomble Films A container concept was developed for use in

enclosing deck mounted armament and aircraft where the equipmeit was sprayed

with a film to form a "cocoon". These films were formed of a coating of vinyl chloride

and vinyl acetate. The outer coatings on these cocoons consisted of a combination

of gilsonite and asphalt which dried to form a hard surface and which was subse-

quently coated with aluminum paint. The cocoons were generally dehumidified by

placing a charge of desiccant within the enclosure and the moisture level was reduced

to an acceptable level by replacing the desiccant as required. The results with these

types of containers were not favorable and they were subsequently replaced with metal

enclosures, particularly for the protection of deck equipment on ships.

4. Shirs Following World War I1 the U. S. Navy was faced with the

problem of preservation of the surplus Naval vessels. The basic idea was to use the

ship as a container for its own equipment. The inactivation included preservation

of the underwater hull, all surfaces and equipment exposed to weather, the interior

structure and equipment exposed inside and the internal surfaces of all equipment

such as boilers, pumps, engines, etc. The exterior surfaces and equipment exposed

to weather were preserved mainly by the application of paint as previously mentioned.

Some of the outside equipment such as guns were enclosed by partially dehumidified

cocoons. The interior of the ship was preserved by maintiining a. low. rlative .huti4ity,

and this was accomplished by the use of dynamic dehumidification machines using the

fire mains in the ships for the distribution of the conditioned air. Interior

surfaces of the ship and its equipment not exposed to the atmosphere such as

engines, boilers, etc. were also preserved by a combination of film preservatives

and dehumidified air. The experience gained in this type of controlled humidity

storage contributed the most information to the development of the controlled

humidity warehouse storage program. It was initiated by the U. S. Navy and then

followed by other governmental agencies such as the U.S. Army Ordinance and the
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Air Force.

5. Caves and Mines Following World War II a number of limestone mines

and caves were investigatod as to their adaptability for long-term storage of

equipment. In 1952 the U.S. Army ordinance obtained a large refrigerated under-

ground storage space formally a limestone mine at Alchison, Kansas. The refriger-

ation system was removed and a dynamic dehumidification system was installed which

maintained the humidity of this cave at approximately 45%. The use of this mine

has been largely for the storage and preservation of machine tools and similar

types of equipment. The results of this storage program have been very satisfactory

Subsequent to the development of these mines by the U.S. Army, private industry

has developed similar storage facilities at Nesho, Missour- near Kansas City.

This cave storage provides a natural storage environment when dehumidified as the

daily temperature fluctuations are negligible and the exposure to all factors of the

atmosphere are excluded. Moreover, the economics associated with this type of

storage over a long period of time has been encouraging..
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II. FILTURE OF MATUTAL PLEILSq ATIOM BY COVMLEQ HUMIDTrTrAT

A. EVAWATION OF CONTROLLD HUMIDITY STORAGE AND WARHUSE PZRFORKMICE

1. Genra The main objective in the scope of work performed under

Contract Boy 79585 at the University of Minnesota was a complete evaluation of

controlled humidity storage as a method of preservation. It also included a technical

evaluation of the performance of the dehumidified warehouses and equipment in use at

four inland Naval Supply Depots - NSD's Clearfield, Utah; Mechanicsburg, Pennsylvania;

Scotia, New York; and Spokane, Washington.

In the evaluation of dehumidified storage as a method of preservation a

complete survey was made of all published literature, including government reports

pertaining to the causes of material degradation, the effect of climate and environ-

ment on materials, and methods of material preservation. In this survey particular

emphasis was placed on acquiring technical data pertaining to material preservation

in a controlled humidity atmosphere in order that this method of preservation could

be fully understood and properly evaluated. From the literature survey it was

learned that considerable work had been done regarding the causes of material degrada-

tion and it was therefore possible to develop the recommended storage conditions pre-

sented in Section I. Also the survey provided information regarding the effect of

climatic conditions on materials and its relationship to the design and operation of

controlled humidity storage warehouses.

A comprehensive analysis of the operation of dehumidified warehouse

facilities at the four inland Naval Supply Depots was also made to evaluate different

types of building construction, the cost of operation, and the condition of material

and equipment stored in these buildings. Each of the depots had maintained records

of operating data which was of assistance in this evaluation. In the attempt to evaluate

the performance of controlled humidity storage in the preservation of material, field

studies were made at each depot where equipment was withdrawn from storage and examined



30

for ae evidence of detericration. This examlnation consisted of visual Inspections,

and no evidence of material deterioration was found. The equipment inspected consisted

of items such as pumps, compressors, electric motors, internal combustion engines,

galley equipment, electronic gear, and ordnance equipment. A more comprehensive

evaluation was desired but due. to the fact that the original cordition of the equip-

ment when placed in storage was not known, active testing could not be done. The

results of these field studies furnished the basic recommendations for a comprehensive

controlled test program which is discussed in Fart B. of this section.

2. Analysis of Warehouse Performance The warehouse buildings at the inland

Supply Depots which were converted for dehumidified storage were all the same size

(200 feet by 600 feet), but differed in the type of construction. Because of the

different building construction it was of interest to the program to determine which

type of building was best suited for use in controlled humidity storage. The criteria

for the evaluation was the performance of the buildings in terms of the moisture loads

which had to be handled by the dehumidification machines. In comparing building

construction the buildings were grouped as follows:

Class

Building walls of 12 inch concrete block, 6 inch concrete floor, wall

and roof framing of either precast concrete or steel and a roof deck

of ccncrete, wood or poured gypsum.

Class II

Building walls of 12 inch brick or 6 inch concrete extending from floor

to window sill height - 4 ft. 3 in. above floor level, 6500 sq. ft. of

framed wall with wood sheathing and cement asbestos exterior and 9700

sq. ft. of fixed and center pivot glass window sash from sill to eave

height. Six inch concrete floors, wood beam and girder wall and roof

framing and poured gypsum roof decks.
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Building walls of reinforced concrete. In all other respects, the same

as Class I.

Within each class of buildings slight differences existed with regard to

sky lights, roof monitors , etc., but these were not segregated because when the

buildings were converted, these items were treated in such a manner as to be ineffec-

tive.

Buildings of these construction classes were compared by calculating the

average daily moisture load for each month of the year. The moisture load was

determined by using the dehumidification machines as the source of reference. To

facilitate a comparison of the calculated moisture loads the climatic conditions

at the four inland depot locations are given in Figures 1, 2, and 3. Figure I

gives the mean outdoor dry bulb temperatures. Figure 2 gives the monthly mean outdoor

dew point temperatures and Figure 3 gives the monthly mean precipitation for each

depot. The latter two, dew point temperature and precipitation, are the climatic

factors which influence the building moisture load at each site.

The detailed sequence of this analysis was to calculate the daily moisture

load, machine running time, and utilization of the dehumidification machine capacity.

The calculation of these items was made using the stations' reported power consumption

and machine timer settings for each building. The first step in the calculation of

these items was to obtain a breakdown of machine running time on adsorption and

reactivation power to the total power consumed. Manufacturers' machine ratings state

that the dehumidification machines consume 2.3 Kwh/hr on adsorption and 22.2 Kwh/hr on

reactivation. Using these ratings the following equation was set up to give the break

down of operating times
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2.31 + 22.2RX a Power conmued per machine per day

Where, X = Adsorption time, hours

R w Ratio of reactivation time to adsorption time

RX a Reactivation time, hours

The equation is solved for X to give adsorption and reactivation time. The

adsorption time is the running time of the dehumidification machine which, when

divided by 24 gives the per cent running time. Having determined the adsorption and

reactivation time, the power consumption during these period# was determined by using

the power ratings of 2.3 Kwh/hr on adsorption and 22.2 Kwh/hr on reactivation. Since

the dehumidification machines are rated by the power consumed on reactivation per

pound of water desorbed, it was necessary to construct the power performance curves

shown in Figure 18 which covers the range of warehouse operating temperature and

relative humidity. The moisture removed by one machine is obtained by dividing the

power consumed on reactivation by the approximate rating value from Figure 11. To

facilitate a comparison of the actual moisture removed and the available machine

capacity, it was necessary to determine the actual machine capacity at the various

operating temperatures and relative humidities given in the Monthly Station Reports.

The available machine capacity was obtained from the curves in Figure 17. These curves,

like those in Figure 13 were constructed from performance test data and the manu-

facturers' ratings of the machines. The comparison of the actual moisture load to

the available machine capacity is termed "Moisture -temoval -fficiency". An example

of the detailed tabulation of this calculation procedure is shown in Table I where

all data for iuilding 114 at NSD ilechanicsburg are shown. This table includes all

operating data necessary to calculate the moisture load. The calculated moisture

loads for all buildings at :43T) ! achanicsbur-, are shown in Table II. The same calcu-

lation procedure was used for all four depots and the data shown in Figures 5 -

8 was developed for all controlled humidity warehouses at the four depots.
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The calculated moisture loads in all dehumidified warehouses at the four

inland Supply Depots are shown in Figures , 5, 6, 7, and 8. The analysis of buildings

at KSD Mechanicsburg covers only a period of one year as a change in data reporting took

place at the end of 1951 and machine time settiMs were not available to facilitate

calculations. NSD Mechanicsburg is the only depot which has a sufficient number of

buildings of different construction classes to facilitate a comparison of moisture

loads. The curves show a wide variation of moisture loads in individual buildings,

which is probably due primarily to warehousing activity. In general, this analysis

did not reveal that any one construction class is best suited for controlled humidity

storage buildings. The moisture loads for all buildings at each depot have been aver-

aged and the data shown in Figures 9, 10, 11, and 12 show a comparison of the "actual"

to the "original" design load. These curves illustrate the influence of local

climate on the operation of controlled humidity warehouses. NSD Clearfield

and Spokane have essentially the same type of climate and illustrate the effect of a

"dry" dlimate on the building moisture load.

In addition to the analysis of the "total" moisture loads in the warehouses,

further study was made to determine the contribution of each component of the total

moisture load, such as breathing, stores turnover, transmission, and infiltration.

In Figure 13, the breakdown of the moisture load as calculated from operating data

is compared with the original design calculation of each component. Graph A of

Figure 13 represents the average condition for a selected group of concrete block

warehouses at NSD Mechanicsburg. This is a general comparison inasmuch as the

transmission portion of the load includes both the transmission through the floor and

walls and, likewise, the infiltration portion of the load includes the infiltration due

to door openings. The primary purpose of this comparison is to show that the moisture

load due to infiltration is the largest component of the total load and that its magni-

tude is considerably greater than that allowed for in the original design calculation.

This comparison applies to the design month which, in this case, is August.
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Following the general analysis of the design moisture load, further study was

made on an individual building to determine the variation in each of the moisture 1,bad

components throughout a year. Inasmuch as the total daily moisture load is largely

dependent upon outdoor air conditions, it follows that parts of the total moisture

load will vary accordingly. The results of tl;.; .alysis on the moisture load com-

ponents for different months of the year are shown in Figure 14. As infiltration is

the largest component of the total daily moisture load, it is also the most intangible

component to evaluate. To make this analysis, it was necessary to utilize certain

data which were used in the original design calculations with actual operating data

used wherever possible. The breathing component of the daily moisture load is

dependent on the temperature change experienced within the building in a twenty-four

hour period. The breathing component of the load was calculated from actual tempera-

tures existing in the warehouse and it involved an eight degree maximum temperature

variation throughout a day. This eight degree temperature variation was obtained

from temperature measurements taken within the buildings. The wall transmission

component of the total load was calculated by utilizing the recorded data giving

actual stores movement into the building. The moisture component of floor transmission

was one item which could not be directly calculated. It was necessary to utilize the

same data used in the original design calculations. The rate of floor transmission

was originally determined by tests which were conducted by Davison Chemical Corporation

in a controlled humidity warehouse at the U.S. Army Signal Corps Depot, Lexington,

Kentucky. The results of these tests were extrapolated to cover conditions at NSD

Mech-tiesburg, and these data were used in this analysis. The use of these data is

justified in that the variation of floor transmission is not too great from month to

month in any one building. Also, the magnitude of the floor transmission load varies

from summer to winter; however, during the design month, the floor transmission is not

of such a magnitude that assumptionsmade will greatly alter the magnitude of other

components. The infiltration component of door opening was calculated on the basis
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of the actual door opening time recorded and the air admittance factor used in the

original design calculations was applied to the actual door opening time. The

calculation of these fiVe components along with the previsou determination of the

total moisture load for each month permitted ;,ne determination of the infiltration

component by difference. It can be seen from Figure 14 that during the months of

June, July, and ftugust, the infiltration portion of the load is most significant and

one which should be of main concern in the design of new warehouses or conversion of

existinr buildings. Also, the analysis shows that it is necessary, for calculating

the total moisture load, to investigate different months of the year in order to

determine when the maximum moisture load in the building will occur.

3. Summary of Evaluation Propram In the entire evaluation of cont-olled

humidity storage there were two primary objectives; (1) to determine the merits oif

controlled humidity storage as a method of preservation and (2) to determine the

economics associated with this method of preservation. These objectives were satisfied

to a large degree by the field studies at the various Naval Supply Depots. When the

controlled humidity program was initiaLe. in 1948 an evaluation was not anticipated to

the extent that the program was operated on a test or trial basis. Conseque:tly, the

type )' data required for a thorough and complete evaluation was not readily avail-

able. This was recognized early in the studies conducted under Contract NOy 79585 and

recommendations for a controlled test program were made to the Bureau of Yards and

Docks. A test program was initiated at the US NAVCERIAB, Port Huneme, California in

1955. This program was set up for a five year period and will in its conclusion give

qualitative information which could not be developed in the field studies at the Depots.

From the above evaluation, the following conclusions concerning the two-fold

primary objectives are presented:

(1) Controlled humidity storage is a positive and very effective

means of preservation. By controlling the relative humidity

to a level of 40A% the predominant form of deterioration -
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corrosion - is in all practical aspects eliminated. This method of

long term storage gives a high degree of equipmnt readiness and

reliability. It is a method of preservation which applies to any

and all materials and it can be applied in many different ways ta

supplement other preservation methods which are required because

of military mission requirements.

(2) The economics of this method of preservation are known In terms of

providing and operating warehouse facilities. Direct cost compari-

sons with other methods of preservation cannot be made but it was

found at each Supply Depot that cost reductions in the cyclic

inspection and re-preservation of equipment stored in dehumidified

warehouses amartized the cost of warehouse conversion in a period

of three years of less.

B. PORT HUNEIE TEST PROGRAM

The U.S. Navy Bureau of Yards and Docks continued the evaluation and inves-

tigation of preservation methods including dehumidified storage by initiating a test

program at the Naval Civil Engineering Laboratory, Port Huneme, California in July,

1955. This test program was designed primarily as a field test program to evaluate

the basic storage environments required for Military uses. The storage environments

under test are open air, shed, standard warehouses, and controlled humidity warehouses.

In order that this test program would yield as much information as possible on the

effect of storage environments and costs associated with these different types of

storage, equipment was selected from Navy Storage for simultaneous exposure in

each storage condition. The items selected were jeeps, dump trucks, searchlights,

steamboilers, pumps, welders, bake ovens, blades, and telephone switchboards. These

items represented a cross section of different types of material. There are two

controlled humidity warehouses in the program. One is maintained continuously at a

relative humidity of 40% and the other at 50%. The purpose of these two different
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humidity levels is to evaluate the over-all effectiveness of each condition on the

deterioration of materials. The test program has been under way for approximately

three years and the results of the test, given in USNCZL Technical Report 075, after

a 2 1/2 year period are as followus:

1. No rust or corrosion has been discovered on equipment stored in

the 40% and 50% controlled warehouses.

2. Irrespective of preservation level, rust and corrosion occurred in

most open air storage, less in shed storage and little in the standard

warehouse, and none in controlled humidity warehouses.

3. Contact-preserved items in the open air and shed had 58% fewer rust

areas than the domestic treated items. Contact-preserved items in the

standard warehouse had 50% fewer rust a•eas than in the domestic-treated

items.

4. Except for automotive and non-metal equipment, items that will be

evantually removed from storage for shipment overseas are cheapest to

store if contact-preserved and stored in a 50% dehumidified warehouse.

5. Except for automotive and non-metal equipment, items that will be

eventually removed from storage for stateside use are cheapest to

store if domestic-treated and in a 50% dehumidified warehouse.

6. Domestic-treated automotive and non-metal equipment can be stored

che4'pest in a standard warehouse. Contact-preserved non-metal equip-

ment can be stored cheapest either outside or in a shed.

7. The Navy standard 40 ft. x 200 ft. rigid frame metal building has been

satisfactory with limited modifications as a dehumidified warehouse

during 2 1/2 years of use.

8. For the outside environment encountered in this test program, the

dehumidification machine in the 40% RH building operated twice as long

as the one in the 50% building, and thus used twice the power.



It is of interest in the design of controlled humidity storage facilities

to have the benefit of the 2 1/2 years of the test program with actual time exposure

of materials to the 50% relative humidity environment since it was found that this

condition required only one half the amount of power required to maintain a building

at 40% relative humidity. From the results of the above teats a relative humidity

of 50% is satisfactory for at least a 2 1/2 year period, and it is to be expected

that the materials in this storage condition will show no change at the end of the

5 year period because the major portion of any deterioration should be expected during

the initial exposure period.
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III. DESIM 0O CONMTOLLS) HUMIDITY WAREHOUSES

The implementation of a dehumidified warehouse storage facility requires that

consideration be given to those factors which affect the economic and technical

operation. Knowledge of the moisture loads as affected by climatic conditions,

permeability of construction materials whinh affect the moisture load, along with

construction features which may be incorporated into the buildings to facilitate

economic operation will aid in the desirn of a warehouse facility.

A. 'kCOMMENDED CONSTRIUCTIOP, FEATUPES FOR CONTROLLED 'MMIIDITY VJA2EO:SI%3zS.

1. General The principal objective in designing dehumidified warehouses

for the preservation of materials is to obtain a structure which is least affected

by the su.'roundin,! climatic conditions. "hererore, a building having a maximum

resistance to the transfer of moisture whether by transmission or infiltration is

desirable. The economics of both first cost and operation of the dehumidification

equipment is directly related to the building structure. To reduce both the initial

cost of equipment and the cost of operation to maintain the prescribed humidity

conditions, a warehouse having the minimum amount of air leakage and vapor diffusion

is desirable.

Although it is preferable that the objectives are satisfied, the cost of

constructing a warehouse must be maintained within certain practical and economical

limits. Therefore, a considerable amount of ingenuity must be exerted in balancing

all the factors involved without sacrificing one objective for the other. For

example, there are many materials which can be incorporated in the design to provide

the most efficient construction; however, such materials may be prohibitive in

cost. On the other hand, cheaper materials may be used and yet obtain a satisfactory

structure without materially affecting the initial cost or operation of the equipment.

Obviously, the first step to be considered is the location and orientation

of the warehouse. With respect to locatimn, soil conditions at the location of the
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warehouse is important in order to avoid excessive moisture from ground water and/or

unsatisfactory sub-soils. The buildings should be located to provide the least

amount of wall exposure to the prevailing winds. By reducing the amount of wall

exposure, a reduction of moisture transmitted into the building by air infiltration

is obtained. Tf possible, buildings should be orientated so that the largest dimension

is parallel to the prevailing winds for the given geographical area.

2. Floors As warehouse floors will be subjected to extremely heavy

traffic under certain conditions, reinforced concrete floors are most satisfactory.

To insure that a minimum amount of moisture is transmitted through the concrete,

there are certain precautions which must be taken. Six inches of high density con-

crete, as ordinarily recommended for heavy loading, is highly resistant to the

transmission of water in the vapor state, the migration of moisture by capillarity

may be extremely high. Capillary flow of moisture is caused by condensed or free

water adjacent to the underside of the concrete floor. This moisture is absorbed

by the concrete and transmitted by capillarity to the top surface and evaporated

into the inside air. To avoid such transfer, precautions should be taken with the

subsoils below concrete floors laid at or just above the surrounding grade.

Six inches of one inch gravel which is free of clay and sand should be

used as a bearinr course for' tho concrete slab. This will prevent free water from

contacting the undersurface of the floor. Clay and fine sugar sand soils have the

greatest capillarity. However, this is also dependent' upon the depth of the ground

water level.

A layer of heavy felt which is highly resistant to vapor is recommended

between the gravel and the concrete floor. The felt may consist of 40 to 60 pound

smooth rolled roofing which is highly vapor resistant and also extremely tough.

If the gravel sub-base consists of sharp, crushed gravel, it will be necessary to

provide approximately a one inch course of sand on top of the gravel to protect the
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felt from rupture or bruises by the sharp gravel. If there is danger of damaging

the felt when laying the reinforcing steel or the concrete slab, it is recomended that

an additional one inch layer of sand be placed over the felt to act as a cushion.

The felt should be lapped approximately three to four inches, but need not be

sealed. Since the gravel will prevent free moisture or water from contacting the

surface of the felt, the amount of vapor which comes in contact with the undersurface

of the floor will be negligible. This procedure has been used and found satisfactory

in building constructionb howeven the water in the cement during placing of the

concrete can be evaporated only from the top surface. This causes some delay in

finishing the surface due to the slow rate of evaporation of the excess water. This

may be overcome, to a large extent, by controlling the amount of water which is used

at the time of mixing the concrete to a minimun.

The above procedure will also eliminate any excessive vapor or moisture

leakage into the building through the expansion of joints of the concrete. It will

also prevent excessive moisture flow through cracks which later develop in the concrete

floor.

Unless it is absolutely certain that the soil is of a noncapillarity type

And that the ground water level at all times is well below grade, the minimum

specification should require at least six inbhes of one inch gravel devoid of

any city, sand, or other types of fine material. The additional cost of the felt

as a barrier against any possibility of vapor movement is not a major cost factor.

Floors laid at truck floor height, some three of four feet above surrounding

grade may be laid on compacted soil covered by a roofing felt or vapor barrier mentioned

above.

3. WalJl Many types of wall constructions can be used which are highly

resistant to the migration of water vapor or free water. Local conditions dictate

the type of material which is most economical and yet meet the necessary requirements.



The walls must be highly resistant to the transmission of moisture by capillarity

which requires that the exterior surfaces of the wall should have low water absorp-

tion oharacteristics. The wall should also have a high resistance to air infiltra-

tion, since this has been found to be the greatest single source of moisture load,

especially for a converted type warehouse. Air infiltration consists primarily

of air leakages through joints, cracks, and door openings. For converted buildings,

approximately 6O0 of the total moisture load is due to air infiltration. A wall

should also be h4ghly impermeable to vapor transmission. Materials should be

selected to meet the above requirements, and yet be economical and practical to use.

a. Concrete or Concrete Block Walls. This type may be used if the

exterior surface is covered with a water-cement paint. Such walls have been found

to be resistant to air infiltration, water absorption, and vapor diffusion. The

maintenance of such a wall may be considerably more than that of other types of

walls due to the cracking of the mortar joints. Whenever cracking occurs, repairs

should be made immediately,. The openings at the top course of the cement blocks

should be sealed to prevent the infiltration of air, vapor, or moisture at the inter-

section of the wall and roof. Light weight aggregate concrete blocks have a greater

insulating value than sand and gravel concrete blocks. However, light weight

aggregate blocks are considerably more permeable to air infiltration and vapor trans-

mission, and also more highly absorbent to surface waters. As a result of their

coarse textured surfaces, they are more difficult to seal with water cement paint

and may require an application of a cement finish to obtain satisfactory exterior

surfaces for the application of water cement paints.

b. Reinforced Concrete Walls These types have the advantage over

concrete block in that they are less apt to crack and also are more easily coated

on the exterior with water-cement paint. The economics regarding a comparison of

costs between the two types of wall must be considered. This is dependent upon local
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anc va:or transrni.cn.,34in. ',i ecial nrecautions should be t~a::en to 3ea) tie -M 1. an:'

tZ~l ~.at~ a~a7ntai,- leacagres.

iV __2f ro's here are many tynes of' roof which can be used for a built-u:,

c-ins-1tln,. of either nitch and tarred felts, or asprhalt and asp.,halt tfelts.

1L-u ro~h rovrideb a higrh r'osistancco to inth alir :,n vnn,- Ii A~'uin --)v)

e~on:c'o, tcci , -yj sum, -)r unit t Ilo , %.,it~h 1"he type o.' lecl' o e't.' 1e1-t!I

it o)n [Ihe lsi'-ii or the >ui )O4.n-, avaihi~iilit~y )f' mnt~erizl1s, an:ý resultinf cnvv ýj

`na scr:.1- lcat.'on. "enorally, ilt is rccmmier16e, that, 7,o-,Cs have an i.~1i~

va~lue. equivalont ti at loast. inc inch if' insulition. ovovever, to :&c t'-ie

1*-) T , W*.J'1-,.Ii tiv, :a,'rere~ cli-,ateýaoOn also) the e,ý7pet )f su-~nt.r 'ic'd

ýn t'-,e -'olC (Qlinat~s., t*,-c uuvalenit c' nt 1.vast tt.o inches olf ý.nsulati)n *:

rc" -'nendc&'. ''he as~- i t,' n I us~iu) alu.;v "n )t' .c- lwat, ref lectin

iate .-i a*.' , ro' sur 'anes shoukU, also .)e 's 'e .:Loratoac

contaminatioan !!ta. ne-ate tinc su;'2 acc c 2''cc'. vithin a short. £Li .CAD X`ý.t.



5. Doors. Windows, and Auxiliary BuildIn, Comfonents. Freight doors

should be vertical rising sectional doors because they are considerably easier to

seal and maintain than hinge-type doors. They should wedge substantially air tight

against gaskets when closed. Freight doors should be equipped with timing meters

to record the door open time. Warning signals, either a red light or a buzzer alarm,

should be provided to protect against the doors being left open for long periods

of time. Walk-in or personnel doors should be weatherstripped.

Although it would be desirable to locate all doors, especially those utilized

for stores movements, on a side other than the windward side, it is not always

practical from a materials handling standpoint.

Windows should be reduced to a minimum and eliminated where possible to

reduce air infiltration. Windows also transmit solar radiation which is detrimental

to some traterials. A large quantity of heat is also transmitted through windows

resulting possibly in excessive indoor temperature conditions which can be detrimental

to the preservation of materials.

Offices, laboratories, and similar areas should be provided outside of, but

adjacent to, the dehumidified storage area. This will eliminate much of the traffic

in and out of the warehouse by personnel not directly involved with warehouse

activities. If personnel spaces or lavatories are provided in the warehousq they

should be vented to the outdoors and not to the storage space, All doors commun~catlng

to the storage space should be equipped with automatic door closers. Ceiling and

wall construction separating the personnel and toilet areas from the storage space

should be treated to provide a high resistance to the passage of water vapor.
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B. EFFECT OF CLIMATIC FACTORS

1 flejeral The dehjmidified wareho'use, as is true with all methods

of preservitPir, relies upo.n the eliminatior. or the reduction to a safe level of

vario~us undesirable climatic factcrs Climatic fantors which are principle

causes of detericratior, are xci•t.re, temperat.re, solar radiation, wind, and

atmospheric cortaminants The exposure nf materials to these factors which are present

in the atmosphere will result -n sinme f:rr if dcterioratln., The nagritude of de-

terioration depends .•pon the degree tc whiach they exist singly or in combination

with each other

As i dehumidifiAd warehc.rz -uct prr'dc prcte,.ý •r from these variables

to the stcred materials, attention must be given to their degree cf presence to

properly design the wiareh,ý..se The eccnomy of construction and operation of the

dehumidified warehouse is darectly related to the amount of protection which it must

provide.

As c:imat7c icrditicr.s ;ary throughcaut, the "nited States, so do the degrees

of protection required. An area suzh as NSD Clearfield, Utah, approaches an ideal

weather condition which provides for limited dehumidified operation while maintaining

adequate prr 4 ec,:tni T-t _ nt alwa'ys possi-ble to locate a supply depot in areas

having the ideal climatic ccnditicns. If some latitude is allowed in the selection

of a depot location, careft^ attertion should be given to existing U.S. Weather

Bureau reccrds regarding the climate ir the proposed areas. The data may be obtained

from the U S Weather Bure3a.s Local Climatological Summaries for a specific area

under consideration Other T1 S Weather Rureau data such as the "Station Meterological

Summary" and "Special Meteclogical Summaries" along with the normal 5 to 10 year

records will provide further informatiorn aiding An the designs of the dehumidified

warehoLse Informatior suzh as prevailig winds, precipitation, dew point, and dry

bulb temperatures, relative hamidity etc , should be used to establish design criteria
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and the design analysis of warehouse operating costs.

As previously mentioned the climatic factors most important from a preser-

vation standpoint are moisture, temperature, solar radiation, wind and atmospheric

contaminants. The variables and their effect upon warehouse design are as follows:

a. Y. oisture Moisture whether in the form of humidity or precipitation

is the greatest single factn. ac2ecting the -'ate of material deterioration. Therefore,

control of moisture is paramount in the preservation of materials. The warehouse,

in most cases offers protection from precipitation, however, precipitation can

and does add to the moisture in the form of humidity.

Moisture in the atmosphere is in the form of steam having a pressure

called vapor pressure. This vapor pressure varies according to the dew point

temperature of the air. When the outdoor dew point temperature is different from

that maintained within the building, a vapor pressure differential between the

inside and outside air will exist, When the outside vapor pressure is greater than

that of the inside air, moisture will diffuse into the building. This diffusion

takes place though cracks, door and window openings, and most types of building

materials. Moisture also enters a building by air infiltration through these

openings. The infiltration of moist air into the building is further aided by high

winds and diurnal temperature variations which causes "breathing" of the building.

Precipitation becomes a factor in that it ultimately gains entrance into the build-

ing by diffusion or capillary action through the floors.where precautionary mcasures

have not been taken in the design of floors.

W-hen climatic conditions for a given locality are at a low moisture

level that is low dew point temperature and precipitation, considerable economy

can be experienced in the construction and operation of the facility. Where outside

dew point temperatures range below the level to be maintained within the building,

the moisture within the building actually diffuses to the exterior air. Buildings
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being constructed in areas where t.e prevailing moisture condition is low, require

fewer dehumidification machines, less operating time and considerable reduction in

construction cost from the standpoint of vapor sealing.

The moisture conditions as experienced in any considered location

must be carefully studied prior to construction so that the design relating to

construction materials and dehumidification machine selection may be made. The

effect of moisture on the selection and size of the dehumidification machine is

discussed in Section V.

b. Tem rature Dry bulb temperature, which varies considerably

depending upon geographical location is an atmospheric variable which produces physical

changes in almost all types of materials. These physical changes, which in most

cases are detrimental, result from exposure to an extremely high or low temperature.

The daily temperature cycle causes a greater degree of physical change than exposure

to moderately hlgh-or low level of constant temperature. The greater the degree of

cycling, the greater will be the effect of the physical change. Moderately high

temperatures can also indirectly accelerate deterioration due to biological agents.

Outdoor air temperature conditions have varying effects upon the

internal storage conditions of the warehouse. The magnitude of outdoor temperature

changes and the rapidity with which these temperatures vary can have a considerable

effect upon the stores located within the building. Normally, the thermal heat lag

and the heat capacity of the stores will cause only a slight fluctuation in the in-

door temperature. The maximum daily temperture variation measured in dehumidified

warehouses at the Naval Supply Depots is approximately 14 to 160F.

The construction of the building and its insulating properties will

affect the temperature variation which may be expected inside the warehouse. Care-

ful consideration of climatic temperature conditions must be used in selection of

construction materials for designs of the warehouse. The use of various insulating
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insulating materials for example, may be required where extreme tempemture

variation could be expected. Here again, existing U.S. Weather Bureau records

should be studied for the design of the storage facility.

c. Solar Radiation The warehouse offers protection to materials

from direct exposure to sunlight, however, solar radiation can and does cause

daily temperature fluctuations within the building. Warehouse buildings have large

roof areas exposed to solar radiation and consequently, a large quantity of heat is

transferred to the building from the roof. This is desirable during winter months

but undesirable during the sunmmer months as it is reponsible for high indoor

temperatures.

As most roof constructions include insulation or other building

materials having a reasonable amount of thermal resistance, there is little that

can be done to alter economically the effect of solar radiation. As mentioned

previously, it is desirable to keep window areas as small as possible in order to

restrict the entrance of direct solar radiation. Although areas having a high

incidence of solar radiation generally have arid climates, precautions must be

exercised to reduce the entrance of direct solar radiation.

d. Atmospheric Contaminants Atmospheric contaminants including

airborne dust, dirt, and sand are factors which are undesirable from a preservation

standpoint. They cause deterioration mainly through their abrasive or binding

qualities. Airborne dust does, however, serve as a nucleus for the condensation

of water vapor and when allowed to remain on the surface of a material it contributes

to other forms of deterioration.

Oases in the atmosphere such as oxygen and ozone, plus contaminants

consisting of sulfur dioxide, chlorides and sulfates are also instrumental

in producing deterioration. Oxygen combines with many substances to cause deterioration.

Sulfur dioxide is detrimental to metals as sulfurous acid or by its conversion to
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sulfuric acid on the corroding surface. Salts and chlorides present in sea water

atmospheres form an electrolytic solution with water which aides in the corrosion of

metals. The ambient atmosphere in industrial areas may also contain appreciable

quantities of undesirable contaminants.

In spite of the objections to atmospheric contaminants from a pre-

servation aspect, there is very little that can be done in the design of a warehouse

to exclude these undesirable factors. A design permitting a minimum of air leakage

is the most practical. It becomes impractical to exercise any additional control

at the time the building site is selected. The dust generated within a building

during normal use should be of more concern than, for example, dust and dirt from

outdoors. Such control can then be better eoerted during the operational phase of

the building than in initial design.

e. Wind Wind velocity periodically or constantly is the driving

potential for the infiltration of outdoor air into a warehouse. Transported with

this infiltrated air is moisture and any atmospheric contaminants. If infiltrated

air is more humid than the warehouse air, it adds to the moisture load of a dehumid-

ified warehouse. If drier, it assists in the dehumidification effort as is accomplished

periodically at NSD Clearfied, Utah. In such instances the moisture level of the

indoor and outdoor air is the controlling factor and not the wind.

Through analysis of 'eather Bureau data pertaining to the prevailing

winds, information on the effect of building and depot orientation may be gained.

It is desirable to locate a building such that the minimum wall areas is exposed

to the prevailing winds. Infiltration is further reduced by locating windows and

doors, wherever possible at points other than on the windward side.

2. Su The best sources of information in roference to selection

or design requirements for a selected area are the U.S. Weather Bureau records.

Utilising data on the climatic factors such as dewpoint, temperature, winds, and

precipitation provides a means of calculating moisture loads; selection of building

materials and the selection of the optimum type of controlled humidity system.
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C. POISTURE LOAD Up to this point there have been nurerous references to

moisture and its relation to deterioration of materials. The primary objective

in prevention of deterioration is to maintain a humidity level within the warehouse

which will either retard or prevent deterioration. The moisture load is, therefore,

the amount of water which must be removed from the storage space to maintain a pre-

scribed relative humidity.

The moisture load in a warehouse may be divided into two categories: the initial

or "draw down" load where the original moisture is removed to bring the space and

Its contents into equilibrium with the humidity level to be maintained: and the

"daily" load which is the day to day load which must be handled by the dehumidification

equipment to maintain the desired humidity condition. Both of these loads must be

considered from the standpoint of machine selection and warehouse design.

1. Initial or Drawdown Load The moisture load within a warehouse upon

initial dehumidification is composed chiefly of the residual moisture within the

stored materials and the warehouse construction materials. However, during this

period the normal daily moisture load also contributes to the total load. The

hygroscopic materials within the warehouse such as the wood in the structural

members of the building, wood in pallets and storage containers and the dunnage

inside the storage containers must be considered as sources of residual moisture

during drawdown. When dehumidification of the warehouse is initiated, the materials

are in equililhrium with the temperature and humidity conditions of the ambient air.

Dehumidification causes the vapor pressure of the surrounding air to decrease vhich in

turn allows noisture to evap-)rate 'rom tlh. materials. The drawdown process continues

until equilibrium with the desired storage humidity is attained.

To calculate the amount of moisture to be removed during drawdown, c.areful

e.xa,'inat,'-,n )P thr 1)y•' ,opeor.ins -)r the nimt.rinr-" niate ,ials must be made.

knalysis of- the hui5J.in nronstruction materials wil), provic'e a tabu]v+," ij" Vrf-,
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weight of various hygroscopic materials involved in he warehouse construction.

Present day construction utilizing steel and gypsum roof decks along with steel

framing contributes little to the initial drawdown load and can in most cases be

neglected. In the case of the stored materials it is estimated from studies made

by the Davison Chemical Co. that each measurement ton (400 cu. ft.) of stores contains

an average of 200 pounds of wood equivalent. By utilizing the wood equivalent of

the stored materials and the construction materials, the equilibrium moisture

content for any given ambient condition may be found from Figure 15. The

amount of moisture contributed to the drawdown load by these materials is found

by subtracting the amount of mojture present in the materials at the warehouse design

condition from the moisture present prior to dehumidification. The length of time

required for the drawdown of the warehouse based on the calculated load, is dependent

upon the number and size of the dehumidification machines. The combination

of the residual moisture load and the normal daily load becomes the total drawdown

load upon the dehumidification machines.

The previously mentioned capacity of the building and stores to hygroscopically

retain water produces a flywheel effect upon the dehumidification cycle during periods

of abnormally high or low moisture loads. This factor allows for stabilization of

the humidity level within the warehouse.

2. Daily Moisture Load. The daily moisture load is largely dependent

upon outdoor weather conditions and consequently, the daily load varies considerably

throughout the year. The total moisture load must be determined for different months

of the year to determine the period during which the maximum load occurs. The mag-

nitude of each component contributing to the total daily load will vary accordingly

with the outdoor weather condition so that an investigation of each component as

affected by outdoor conditions must be conducted.

The sources of moisture to be considered in the daily moisture load are:
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(1) The transmission of moisture from outdoors into the building

through the walls and floor.

(2) The entry of outdoor air through breathing which results from

cyclic changes of temperature within the building.

(3) The residual moisture given off by stores which are brought into

the building from a non-dehumidified area.

(4) The moisture brought into the building from outdoors by infil-

tration of air through building walls, doors and other openings.

These may be classified as: breathing load, wall transmission load, floor

transmission load, storey turnover load, infiltration load, and door opening load.

The moisture brought into the building through infiltration is of greatest importance,

as shown through analysis of moisture loads, and should be considered accordingly

in the design of the building and selection of construction materials. However,

due consideration must be given to each of the other components.

a. Breathine The moisture load from breathing is actually a form

of infiltration. This moisture enters the building with the outdoor air which is

brought into the building as a result of the daily change of indoor air temperature

which in turn causes a change in the volume of air within the building. As the air

within the building is heated, it expands and, consequently, forces air out of the

building. When the air within the building cools, there is a decrease in the volume

of air within the building which results in air being drawn into the building from

outdoors. It is the air draw-in from outdoors which contributes to the moisture

load. Temperature measurements made in dehumidified warehouses indicate that there

is approximately a twenty degree variation in air temperature near the roof and two

to three degree variation near the floor. At the six to ten foot level, the daily

temperature variation is approximately 1407. For calculation purposes, eight degrees

may be considered the average daily temperature variation in the building. In calcu-
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lating the moisture load due to breathing, the first step is to determine the specific

volume at the warehouse temperature plus or minus 49F. Dividing the building

volume by the specific volume of the air at each condition will give the pounds of

air present in the building at the two temperature conditions. The difference in

the weight of air at the two conditions is the weight of air expelled from or

infiltrated into the building by breathing. The weigth of air multiplied by the

specific humidity difference of inside and outside air gives the pounds of water

per day admitted to the building by breathing. When a low outside moisture level

exists, the specific humidity difference will be negative and, consequently, there

will be a migration of moisture from the building to the outside. This results in

a negative load or a dehumidification effect.

b. Wall Transmission Load The wall transmission lIed is the moisture

which migrates through the wall because of a vapor pressure difference existing be-

tween the inside and outside air. The vapor pressure of the moisture in the air is

determined from the dewpoint temperature, and the quantity of vapor flowing by

transmission is calculated by the formula fiven the ASHAE GUIDE:

W = NAT(P - P )

Where: N = Permeance of the yall in perms expressed as grains per hour per square

foot per inch of mercury vapor pressure difference.

A - Wall area in square feet.

T = Time, Hours (In this calculation the time period is one day or 24 hours.)

(P - P3 ) = Vapor Pressure difference between indoor and outdoor air

expressed in inches of mercury.

W = Pounds of moisture per day or 24 hours.

c. Floor Transmission Load The determination of the moisture trans-

mitted through the floor is a difficult calculation to make since moisture trans-



mission through a concrete floor in contact with ground Includes a number of variables.

The primary variable is the soil itself, since moisture flow in soil is dependent

upon the type of soil, its moisture content, and its temperature. It is almost

impossible to generalise on soil conditions and soil moisture content for any given

location. Furthermore, the moisture content of any soil changes continually and

may not be' the same from season to season or year to year even under moit ideal

conditions.

The original studies on moisture transmission through warehouse floors

conducted by the Davison Chemical Corporation included some field tests in a dehumidi-

fied warehouse at the U.S. Army Corps Depot in Lexington, Kentucky. In these field

studies, measurement of water transmitted throut the floor provided data showing an

average transmission of 2.3 pounds of water per 1000 square feet of floor during the

design month of August, and 1.1 pounds of water per 1000 square feet during the month

of January, with the other months graduated uniformly between, these values. The

Naval Civil Engineering Laboratory, Port Hueneme, California (NCEL), recently

completed similar tests on moisture migration throud various types of floors. They

reported extreme difficulties in establishing test procedure. Results of these tests

conducted at 600F. and relative humidities of L4%f, 50, and 601j, are shown in Table

III. Rates established are an average moisture migration rate for a 240 day test

period. For design purposes these rates may be used in the calculation of the floor

load component. The rates given in pounds of water per 1000 square feet per day

a specific type of concrete mixture, slab thickness and soil bed and inside ambient

conditions can be applied directly by multiplying the flow rate times the floor

area involved.

d. Stores Turnover Load Where the original designs considered an

annual turnover of 5%, Navy Supply Depet operating records show that depot warehouses

have experienced an average of a ten percent turnover of stores each year. Some
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TABLd III
WAT&t VAPOR THANM MION PATFhS FOR CON11iMT FLOORS

Concrete Special Treatment Type of. Migration Rates - lbs/OO0 sq ft/day
Mix of Concrete Soil Bed Room Snviromenrt

6OI?- 40% u 6W - 50RH 6OF- 60 RH

Portland None Washed 13.3 7.2 1.3
1:3:5 Sand
(2" thick)

Portland None Washed 4.5 3.8 3.4
1:3:5 Sand
(60 thick)

Portland Darex Washed 8.1 8.6 16.2
1:3:5 Sand

Portland Darex Washed 6.8 3.4 3.4
1:3:5 Sand

Portland Plastiment Washed 3.5 2.6 0.8
1:3:5 Sand

Portland Plastiment Washed 8.3 5.8 4.6
1:3:5 Sand

Portland Formula Washed 3.2 2.3 1.7
1:3:5 640 Sand

Portland Formula Washed 6.4 4.2 3.6
1:3:5 640 Sand

Portland Magnesium Washed 8.8 6.3 7.5
1:3:5 Zinc-SLica Sand

Fluoride

Portland None W&3ashed 11.31 8.0 7.3
1:3:5 Sand
(8" thick)

Portland None 1" Coral 9.0 6.1 5.1
1:2.2:3.3

Portland None Beach 4.7 3.2 2.9
1:2.2:3.3 Sand

Portland Darex Washed 3.9 3.7 3.1
1:2.2:3.3 Sand

Portland Plastiment Washed 4.7 3.4 2.1
1:2.2:3.3 Sand

(All Specimens 4" Thick Unless Otherwise Stated)
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TAJL" III
4ATt 1.4O.t TRAHSMIISSIUN HAT&3 FUR CUTCRdTS FLOOR3

Concrete Special Treatment Type of Kigration Rates - lbe/lOO0 sq ft/day
xix of Concrete Soil Bed Room Snvironment

60f-40%RH 60F- 50%RH 60-6CRH

Porttland Darex Washed 7.3 1.6
1:2.2:3.3 Sand

Portland 1istitaznL .b-ý shed 3.7 4.0 2.2
1:2.2:3.3 Sand

Portland Formula Washed 2.4 1.5 1.0
1:2.2:3.3 640 Sand

Portland Formula Washed 7.3 4.6 3.4
1:2.2:3.3 640 Sand

Portland Magnesium Washed 13.7 8.0 7.5
1:2.2:3.3 Zinc-Silica Sand

Fluoride

Portland None Coral 3.9 2.2 2.1
1:2.0:1.9 Sand

Portland Formula Washed 4.7 4.8 4.1
1:2.0:1.9 640 Sand

Portland Formula Washed 6.4 5.0 4.1
1:2.0:1.9 640 Sand

Portland Magnesium Washed 7.3 6.7 5.6
1:2.0:1.9 Zinc-Silica Sand

Fluoride

Asphalt None Beach 3.2 - -

Sand

Asphalt None Washed 5.5 5.0 2.9
Sand

Asphalt None Coral 0. 0.0 0.21
Sand

Asphalt None 1" Gravel 7.1 5.4

Asphalt None 1" Coral 5.6 4.0

Asphalt None Beach 4.7 1.5 1.0
(2" thick) Sand

Asphalt None Beach 3.1 2.4 3.6
Sand

(All Specimens 4" Thick Unless Otherwise Stated)
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warehouses have had a turnover as high as i4(4. The turnover rate is to a large extent

influenced by the types of stores ivolved. As previously mentioned the Davison

Chemical Corporation determined that each meksurement ton of stores contained

approximately 200 pounds of wood or wood equivalent which will change in moisture

content when placed in a dehumidified warehouse. To determine the turnover load

it is necessary to assume an annual turnover rate and, knowing the building storage

capacity in measurement tons, it is possible to estimate. approximately how many

pounds of wood or wood equivalent will enter the building. Again utilizinfg Fit-

u.'e 15 the difference in moisture content of the wood at outside and inside conditions

can be found. The difference in moisture content of the stores themselves multiplied

by the weight of stores turnover will give the pounds of moisture from this source.

e. Door Openina Load For warehouses averaging a 10% turnover of

stores, it has been found that the daily door open time averages one-half hour.

In a survey of test data relating to air infiltration throut doors, the Davison

Chemical Corporation found that the average amount of air admitted per hour of door

opening time was 27!, S the building volume. Considering a half hour of door open

time per building per day the calculation of the amount of moisture follows in

the same manner as that for calculating the breathing load using the difference in

specific humidity of the indoor and outdoor air. For each hour of door open time,

outdoor air admitted will be equal to 27, of the building volume. This quantity of

air expressed in pounds multiplied by the specific humidity difference will give

the pounds of moisture from this source.

f. Infiltration Load Froi': the analysis of the moisture loads

within operational depots it was determined that the average warehouse similar to

those in use at the inland supply depots have an infiltration rate of approximately

one air change per day as compared with a25,j air change per day originally allowed

in design calculations. The determination of the amount of infiltration to be expected
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in any given building is a rather intangible factor because it depends on p' ,vsiling

climatic conditions, type of building, building design, orientation, building size,

and the type of building materials involved. The analysis referred to in this re-

port applies to concrete block buildings or wood frame and asbestos-cement sided

buildings. There are, however, studies being conducted by the Bureau of Yards and

Docks at its Civil Engineering and Research Evaluation Laboratories on the air

permeability of different types of construction. When the results ,of these tests

are availble, more reliable data on the air leakage which may be expected of diff-

erent types of construction will be available. Until such a time as additional

test data on infiltration rates are available, an estimated air leakage of one air

change rer day shoild be used. The calculation of' the infiltration load is made

in the same manner as that for breathing and door opening. This calculation requires

an exchange of air equal to the building volumeand, knowing the inside and outside

specific: humidities, the difference in moisture content multiplied by the quantity

of air exchanged gives the quantity of moisture due to infiltration. In certain

climatic areas where outdour, conditions prevail with a lower moisture content than

that to be maintained within the warehouse, the infiltration load will be a negative

and produces a dehumidifying effect. This is the principle by which selective

ventilation accomplishes controlled humidity conditions in a warehouse. It is

common practice in areas where favorable climatic conditions exist to open warehouse

doors to allow the free movement of outside air whenever the outside air is at a

lower moisture content than that maintained indoors.

The sum of those six moisture load component provides the total moisture

load to be expected in a dehumdified warehouse. The moisture load by transmission

through the roof has not been mentioned because the permeability of the built-up

roo's in common use today for warehouses is so small that the resulting transmiscion

load can be neglected. Rreathing in a building due to a change in atmospheric pressure



is also neglected because its magnitude is small.

3. Samnl. Calculations of Daily Moature I~d. A sample calculation

of a daily moisture load is presented to show the steps involved in determining the

average daily moisture load. The calculations are based upon a 30 day (1 month)

period 00 the average daily moisture load is 1/30 of the total.

For this sample calculation the site selected for this dehumidified ware-

house is in an area having climatic conditions similar to that of Cincinnati, Ohio.

The first step is to examine the local weather bureau records over a five to ten

year period to determine which month of the year has the highest average dewpoint

temperature. ( The dewpoint temperature is obtained from the Weather Bureau publi-

cation, "Station Meteorological Summary" W.B. Form 1001 C and "Special Meteorological

Summaries" W. B. Form 1101 C - Supplement.) These are monthly summaries of weather

data and are prepared for all first order weather stations. Other Weather

Bureau data which are more desirable but not conveniently available are the "New

Orleans Data". These data include a summary of dewpoint temperatures based on a

frequency of occurrence, but unfortunately the data is not published cr conveniently

available for engineering design use.

For the Cincinnati area, the maximum outdoor dewpoint during July is

approximately °40F. The mean dry bulb temperature during July is 76.30F. Past

operating experience has shown that the warehouses operate (during the summer months)

at a dry bulb temperature of five degrees higher than the outdoor mean temperature,

so in this case, the inc.oor temperature for July is 81.3*F. Therefore, if the indoor

relative humidity is to be maintainel at 40Q, the indoor dewpoint temperature is 55 0 F.

The relationship between dry bulb temperature, relative humidity, and dewpoint

temperature is found fror, any standard psychrometric chart.

Tho •r • )n, t- be Tchhmiidmfio'i is a ?00' - A00' warehouse with a wall
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height of 25 feet. The actual floor area utilized for storage is estimated at

704• of the gross area with the stores stacked to an average height of 16 feet.

The calculated stores volume is 1,344,000 cubic feet or 33,600 measurement tons

( 40 cubic feet per measurement ton ), The anticipated annual stores turnover

rate is 10,1. The 8" concrete block building walls have a permeance of 2.4 perms.

See Table of Perms and Permeability, Tjol; '±i. The (dLtA 4nd 31nMil3 Ci Iu-

lations of the design moisture load are summarized as follows:

Psychrometric Data

Conditiong Outside Inside Difference

nry Bulb OF. 76.3 81.3

Dew Point OF. 64. 55.

Relative Humidity $ 67 40

Specific Humidity, Ws,

lbs. H20/lb. dry air. 0.0128 0.0092 0.0036

Vapor Pressure, P, in. Hg. 0.6007 0.4356 0.1651

Moisture Content of Wood 12 7.4 4.6

Building Data

Wall area 40,000 sq. ft.

Floor area 120,000 sq. ft. (6" Portland cement over washed sand subsoil)

Building volume 3,000,000 cu. ft.

Wood content of the building - negligible

Spaecinf Load

Specific volume (vi) a .0252 (81.3 + 4 + 460) - 13.78 cu. ft./lb.

Specific volume (va) -. 0252 (81.3 - 4 + 460) - 13.55 cu. ft./lb.
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BUMI V1M- IS*IY-1w -1W. of air rmoved
V11 'V

3 ,Q000,000 - 300.000 3700 lbs. of air removed.
13.78 13.55

Daily Load:

(3700) x (0.0036) - 13 lbs. H.0 per day.

Wall Transmission Load

Daily Load:

(Wall permeance) x (wall area) x (24 hours) x (P1 - Pa)

70o0

(2.4) x (40,000) x (24) x (01651) = 54 lbs. H20 per day.
7000

Floor Transmission Load

Daily Load

= (floor transmission rate) x
1000

= (4.5) x (120.000) = 540 lbs. H2 0 per day.
1000

Stores Turnover toad

Daily Load:

(daily turnover rate) x (building storage capacity) x (wood equivalent

per measurement ton) x (difference in moisture content of the wood) =

=(1-0) x (33,600) x (200) x (.046) = 86 lbs HN0 per day.
360

-4-5) x (.27) x (3,000,000) x (0.0036) = 108 lbs. H0 per day.
13.5

Infiltration Ljad

Daily Load: =

(no, of air changes per day) x (vol. of bldg.)

-(1) x (3,000,000) x (0.00) 800 Ibs. H 0 per day.
13.5 3



SMWRY OF MISTURN LOAD OCOMPONOTS

",reathing 13 .8

Transmission
wall 54 3.3
,Floor 540 33.7

Stores Turnover 89 5.4

Infiltration - door open 108 4.7

Infiltration 50.0

Total daily load 1601 100

For purpose of comparison the calculated annual moisture loads for various

Naval Supply Depots are shown in Table IV. The variation of the moisture load

throughout the various months of the year are shown in Table V. Analysis of

Table V indicated the importance of local climatic conditions on the dehumidi-

fication load.



TABLZ IV
ANNUAL COMPONENT MOISTURE LOAD AT NAVAL SUPPLY DEPOTS

Pounds of Water per Hour

INFILTRA- WALLS TURN ANNUAL

VrADTIOi* BREATHING DOOR OPEN TION FLOOR ROOF OVER TOTAL

Scotia 8,4.60 57,090 52,830 74,520 7,080 25,920 225,900

Mechanic-
sburg 9,820 66,450 61,560 74,520 8,040 25,920 246,310

Clearrield 1,650 10,770 10,050 37,170 1,470 25,920 87,030

Spo!ane 3,840 26,070 24,180 37,170 3,330 25,920 120,510

Total 33,970 230,070 212,580 290,850 28,230 124,560 920,260

PERCE&T
OF TOTAL
IOAD 4 25 23 32 3 13 100



TA3iLi V

M3ITHLZ AND ANNUAL DU•M•IDIFICATIO LOADS FO
MAINTAIriN RIATIVE HUMIT oF 40%

L33. Of WATER TO B I DM IN EACH PIOD

Station Mechanics- Scotia Clear- Spokane Cheatham
bulr field

*January 12,690 11,220 9,570 11,070 12,720
February 12,750 11,400 10,320 11,190 12,600
March 14,610 13,140 10,050 11,250 14,100

April 16,080 15,210 8,160 10,530 15,030
May 19,740 17,970 6,390 8,010 19,500
June 28,290 24,510 3,660 11,370 27,240

July 31,680 29,490 2,400 4,950 32,340
August 33,030 29,820 1,440 4,170 32,280
September 27,150 25,080 4,800 9,270 27,270

October 21,180 20,250 9,090 13,830 19,980
November 16,110 15,600 16,500 12,390 15,270
December 13,050 12,210 10,650 12,480 12,180

ANNUAL TOTAL 246,360 225,900 87,030 120,510 240,510

Note: 1. All months were considered as having 30 days, for simplification
of comparison and calculation.

2. All warehouses have 121,200 sq.ft. of floor area with the excep-
tion of Cheatham which has 100,000 sq.ft.

* A near standard warehouse.



T'. Farmability 2f Conatv-A 'h The folloLn- "'able VI

c,•ntain a number of selected building mateeials for uhich -ermeahblity value3

'Wner different condtit!ons 3f relative humidity are given. The selected materials

and permeability data are from a comprehensive survey of vapor transmission pro-

perties of building materials conducted by the Engineering periment Station,

University of Colorado, under Contract No, 7-73244 which was sponsored by the

Bureau of Yards and Docks through the U.S. Naval Civil herineering Zesearch

and Evaluation Laboratory, Port Hueneme, California. The data are reported in the

Final Report - "Survey and Analysis of the Vapor Transmission Properties of Buildinp

Materials" January, 1955 . In addition to the data selected from the above report,

additional permeability data on sprayed-on barrier materials was taken from the

National Bureau of Standards report No. 21A3 "Moisture Resistant Coatings for

Wdalls of Structures Used for Storage" dated January 7, 1953. Experimental work

on these coatings was conducted by the National Bureau of Standards and sponsored

by the Bureau of Yards and Docks.



TABLE VI

WAIT VAPM TRANSMISSION CWYlICTIE S 1'P

SILCTD 9ILDIUo MATZRIAS

Mate rial Permemnos Permability
Permo-M Erlms - In. AVY. Rh

PL•WOOD
Various types of wood and glue (Avg.) 1.6 65
1/41" Douglas Fir, Exterior Orade 0.2 25-35

1 coat shellac Avg.5.9 65
1 coat asphalt paint 2.6-3.4 65
2 coats asphalt paint 0.4-0.9 65
1 coat aluminum paint 2.3-3.0 65
2 coats aluminum paint 1.3 65
1 coat primer plus 1 coat flat Vail

paint 2.6 65
1/2" Douglas Fir Approx.3.2 65

1 coat asphalt paint 1.0-1.4 65
2 coats asphalt paint 0.4 65
1 coat aluminum paint 1.5 65
2 coats aluminum paint 0.8-1.2 65

1/4" Exterior type 3 ply 0.72 50-
1/4" Interior type 3 ply 1.86 50-

INSULATING FIBERBOARD
Miscellaneous uncoated 12- 41 25-75
Structural insulating board (aspen

fiber density = 17.3 lb. per cu. ft.) 31 - 34 35-73
Structural insulating board (hard pine,

density = 18.1 lb. per cu. ft.) 10.7 85
Celotex (sugar cane riber) 14.3,19.1
Paper fiberboard 9.1,12.7 65
1/2" Insulating board lath (factory

coated) Avg.8.3 25
1/2" Interior finish insulating fiber

board Avg. 65 25
1 coat varnish Avg.li.i 25
2 coats varnish Avg. 4.6 25
1 coat sealer (linseed or veg. oil,

resin board) 1.2-2.3 25
2 coats sealer 0.8-1.6 25
1 coat primer plus 1 coat flat wall

paint 0.8-1.7 25
2 coats flat wall paint 2.9.4.8 25
1 coat water emulsion paint 37 - 48 25
2 coats water emulsion paint Avg.47 25

25/32" Structural insulating sheathing
(uncoated) 21 - 58 25
1 coat black paint (gilsonite,
linseed oil base) 25.7 25



Material Permeance Permeability
Perms-M Perms-In. Ava. Rh

2 coats black paint 4.2 25
3 coats black paint 0.9 25

1.5 85
1 coat metallic gray paint (synthetic

resin, gilsonite, veg. oil base) 12 25
1 coat cream primer (processed drying

oils, resin base) 3.1 25
1 coat thin asphalt paint (asphalt in

mineral spirits) 22.4 25
2 coats thin asphalt paint 3.4 25
3 coats thin asphalt paint 0.5 25

2.2 85
1 coat thick asphalt paint (asphalt

pigment in petroleum naptha) 25.8 25
1 coat asphalt base plastic (asphalt

pigment in petroleum naptha .Lpplied
by troweling) 1.2 25,85

1 medium coat asphalt. plastic (asphalt
and volatile thinnor, fiber pigment
apply by troweling) 0.9 25

1 heavy coat asphalt plastic 0.8 25
0.14 85

1 light coat asphalt plastic 0.3 85
Homasote

1 coat aluminum paint 12.1 62.5
2 coats aluminum paint 0 62.5

COMPRESSED AND COMPOSITION FIBERBOARD
Compressed fiberboard 0.9 - 1.9 65
Masonite Presedwood 1.4 37.5

2.4 37.5
Masonite Presedwood, tempered 0.6 37.5
Cement-asbestos board 0.7 - 2.1 various
I" fiberboard, faced both sides with

1/8" sheet asbestos board 2.5 65
1/2" fiberboard, faced one side with

1/8" sheet asbestos board 0.8 65
1" Cemented wood fiber and 3/8" ground

newsprint bound with asphalt 5.5 65
1" Cemented wood fiber and 3/8" ground

newsprint bound with asphalt with a
sprayed coat of aluminum paint 4.7 65

1" Cemented wood fiber and 3/80 ground
newsprint bound with asphalt with a
troweled coat of sand and cement
asphalt emulsion plus 2 coats
aluminum paint 0.6 65
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Material Permeanwo Pemeability
Perms - M Pern - In. Avg.Rh

COMT, PLASTER, CONCRETE, AND MASONRy
Plaster Avg. 13.5 40-75
Plaster orn wood lath 11 100-30
Plaster on metal lath, 3/40 15 40-X
Plaster on plain gypsum lath (with studs) 20 40-85
Gypsum, lime plaster on metal lath 17.9 30
Gypsum on wall board - plain- 3/8" 50 50-20
Insulating wall board (uncoated) 1/2" 50-90 40-X
Stucco 2,1
Concrete 2.5 62-75

(1:2:4 mix) 3.2
8" Cored block wall, limestone agrgt. 2.4 79-68

Brick wall with mortar - 4" 0.8 50-I
Tile wall with mortar - 4" 0.12 50-X
3/8" Plasterboard (plaster enclosed between

sheets of heavy paper) 34.4
3/8" Gypsum lath 29.1 57.5
Gypsum board, paper removed both sides 47.1 65
"1/2" Plaster on 3/8" gypsum lath 20 60
Plaster on fiberboard lath 20.5 65
Plaster on wood lath 2.9-10.9 65-75
4" Brick and Mortar wall 0.8 75

1.1
8" Cement Block (limestone aggregate)

and mortar wall 2.0-2.4 25-74
4" Tile and Mortar wall 0.12 75
7/8" Concrete plus 1 coat black asphalt

type metal coating paint-application
by troweling 0.3 49

Concrete plus 2 coats liquid asphalt
coating 1.6 63

Concrete plus 2 coats aluminum paint 0.5 75

PLASTER WITH APPLIED COATINGS
3/8" Plaster Board

1 coat water emulsion paint 36.5
1 coat rubber base paint 0.5
1 coat aluminum paint 0.3-0.9 65

Gypsumboard, paper removed (thickness
not specified) 47 65
1 coat interior primer and sealer 1.7 65
1 coat primer plus 1 coat lead and

oil paint 2.0 65
1 coat primer plus 2 coats lead and

oil paint 1.1-1.7 65
1 coat glue size plus 2 coats lead and

oil paint 2.7 65
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Material Permeance Permeability
Perms - Porms - In. Avg. Rh

Gypsum lath with aluminum foil backing 0.08-0.4 65
1/2 t Plaster approx. 27 40-75

2 coats clear lacquer 4.7 42
1 coat spar varnish (veg. oil,

synthetic resin base) 2.4 48
2 coats spar varnish 0.9 49
1 coat aluminum paint, applied by

spraying 2.8 53
2 coats aluminum paint, applied by

spraying 1.3 48
1 coat black asphalt type metal coating 0.3 -0.6 49

1/2" Plaster on 1/2" Fiberboard lath 14.4 25
1 coat sealer or varnish 2.4 -4.1 25
1" sealer, virnish or white primer plus

one coat flat wall paint 1.5 -2.9 25
1/2" Gypsum, lime plaster on metal lath 7.9 25

2 coats flat white paint 0.6 25
1 coat seal coat paint plus 2 coats

aluminum paint 0.4 25
3/4" Gypsum, lime plaster on metal lath 10.2 25

2 coats linseed, tung oil in mineral
spirits 3.2 25

2 coats varnish 1.6 -2.1 25
2 coats flat or semi-gloss interior

wall paint (linseed oil base) av. 3.1 25
2 ccats white enamel 1.2 25
1 coat aluminum paint 0.6- 2.1
2 coats aluminum paint, aluminum

bronze paint av. 3.3 25
1 coat asphalt 2,4- 4.5 25
1 coat water emulsion paint 6.3
1 coat rubber base paint Z,.4

MEmBRANE MAT!ERIALS
Single Sheet FE.pers

Kraft paper, uncoated (30#) 138
Parchment paper, lightly waxed one side 40.4 50
Kraft paper, wax saturated (20-25 lb./

500 sq. ft.) av. 20.8 65
Glassine, waxed both sides av. 3.8 50
Brown waxed paper, .,axed both sides 3.0 50
Kraft pap',r, wax coated 0.4- 0.7 25,37.5
Sisal krnft, pl;iin 0.5 62.5

1.2 75
Sisal kraft, treated 0.8 75
Kraft paper, asphalt infused and coated

one side 0.6
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Material Pernmanoe Permeability
PeFrs - Pers - In. Ava. Rh

Kraft paper, asphalt infused on both
sides ave. 4.8 65

Sheathing papers
Dry 135, 171 37.5
Rosin uized or "Red Rosin" av. 66 60-75
Slaters felt, tarred av. 42-48 65 high
Felt sheathing paper, tar saturated

31 lb./500 sq. ft. 13.2 37.5
56 lb./500 sq. ft. 18.7 37.5
25-45 lb./500 sq. ft. 17.6 65

Sheathing felt, tar saturated
asbestos (15 lbs.) 1.7 37.5

Sheathing paper No. 2 asphalt saturated
(25 lb./400 sq. ft.) 1.4, 16 37.5

Kraft sheathing paper asphalt treated
(25 lb./400 sq. ft.) 1.5 37.5

Felt sheathing paper, asphalt saturated
22 lb./500 sq. ft. 3.3 25
25-35 lb./ 500 sq. ft. 20.2 75

av. 8.3 65
40-50 lb./ 500 sq. ft. 3.4 -17.5 65

Sheathing felt, asphalt saturated
asbestos 15 lbs.(70-75 lb./500 sq.ft.) 0.8 25

13.1 37.5
2.8 75

1.1- 5.3 high
50 lb. water proofing felt 0.4 37.5

1.0 high

Felt sheathing paper, asphalt saturated
and coated
35 lb./500 sq. ft. av. 0.5 65
43 lb./500 sq. ft. 0.3 25

0.6 75
50 lb./500 sq. ft. av. 0.4

Heavy sheathing or roofing felt, asphalt
saturated, and coated
30 lb.(157 lb./500 sq. ft.) 0.15 65
40" (200-208 lb./500 sq. ft.) 0.03 25

0.08 37.5
0.26 65
0.14 75

55" (255 lb./500 sq. ft.) 0.03, 0.08 25
0.11 65

0.12, 0.38 75
Sheathing felt, asphalt saturated and

coated asbestos
20 lbs. (93 lb./500 sq. ft.) 0.15 37.5

1.1 - 2.1 high
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Permeance Permeabilit7
Material Perms -M Perms - In. Avy. Rh

60o (270 lb./500 sq. ft.) 0.08 25
0.29 75

Duplex Papers
(two or more sheets of paper bonded
with asphalt or tar laminations)
Untreated Kraft paper, asphalt

laminations
20-20-20(10,11 lb./500 sq.ft.) 0.8 - 1.2 25

1.5 - 2.0 75
30-30-30-(14,16 lb./500 sq.ft.) av. 0.8 25

av. 3.2 37.5
av. 2.6 75

30-70-30 to 30-100-30 0.3 - 0.8 25
30-50-60 0.4 - 6.1 65
40-55-40 av. 1.3
60-50-60 0.5 - 6.2 75
50-60-50 av. 3.5
60-60-60-, 40-73-40,
40-95-40-, 45-90-45

(22-30 lb./500 sq. ft.)
30-110-30 to 30-193-30 0.2 - 0.4 25

60-80-60 0.2 46
50-130-50 0.5 - 1.8 75
30-100-60 0.9 - 2.3 65
60-150-60, 40-180-40,
60-180-60

(30-50 lb./500 sq. ft.)
Asphalt saturated Kraft paper

one side, untreated paper
one side, asphalt lamination
50-65-50 (28 lb./500 sq. ft.) 1.9 75
60-30-60 (30 lb./500 sq. ft.) 1.0 25

6.1 75
Asphalt saturated Kraft paper

both sides, asphalt lamination
Waxed Kraft paper one side, untreated

paper one side, asphalt lamination
30-105-30 (32 lb./500 sq. ft.) 0.6 65

Coal tar saturated Kraft paper both
sides, asphalt lamination
30-75-30 to 30-85-30

(26-31 lb./500 sq. ft.) 1.6 - 2.1 65
Paper coated with metal oxides,

asphalt lamination 0.5 - 1.9 65

Foils
Aluminum foil surfaced papers 20 lb.

bond.paper, 0.00035 in. aluminum foil
one side (16 lb./500 sq. ft.)
aluminum foil on low humidity side 0.005 25

4.4 75
aluminum foil on high humidity side 0.003 25

1.07 75
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Permeance Permeability
Material Perms - N Ferms - In. Ava. Rh

Kraft paper, aluminum foil, one side 0.15 65
Kraft paper, aluminum foil both sides 0.12 65
Foil surfaced reflective insulation,

double faced 0.08- 0.13 65
Corrugated asbestos on aluminum foil

back paper (49 lb./500 sq. ft.) 1.0 - 1.7 75
Aluminum Foil, 0.004 in. thick 0.00 50

Paint Films
Varnishes

Clear air drying, insulating 0.0061 50
Orange shellac 0.0036-

0.0062 50
White lead, zinc oxide pigment -

linseed, china wood oil vehicle 0.010 50
Titanium oxide pigment -- linseed oil,

ester gum varnish 0.007 50

AIR SPACES
Air space, vapor flow downward 120
Air space. vapor flow horizontal 258-399
Air space, vapor flow upward 182-707
1/16" vertical crack in 1/2" plaster,

painted 2 coats gloss green enamel 2.55
1/16" horizontal crack in 1/2" plaster,

painted 2 coats gloss green enamel 2.04
1/16" horizontal gap between steel plates,

plates overlapped 1/2 in. 0.87
1/16" vertical gap between steel plates,

plates overlapped 1/2 in. 1.62

SPRAYED-ON BARRIER MATERIAL
GILSONITE

Sike Saal, Heavy Consistency 0.1
Gilsonite # 4010 Vaporseal 0.1
Sike Seal Damproofing Paint 0.2

ASPHALT
Hydrocide Mastic 0.1
Protek-coat 0.1
Semi-Mastic # 214 0.2
KDS # 201 Vaporseal 0.4
Dehydrantine # 10 0.1
Uniflex Aluminum Roof Coating 0.1
X2497 Mortel Vapor Barrier 0.1
Flintkote Aluminum Paint 0.1
Laykold Weather Coat 2.9
C-13-C4 0.2
C-13-NPC 0.3
C-13-E 0.1
10-16 Asphalt Emulsion 0.1
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Material Perwability

ASPHALT AND RUBBER

Laykold Cement 0.9
Asphalt Aluminum paint 1.4

PROCESSED FISH OILS

XX Mica # 3911 0.1

FATTY-ACID GUM

Waterlocx 0.4
Plastic seal 0.3
Plasticseal 0.3
Redicoat 0.3
Plasticseal 0.2

CHLORINATED RUBBER AND TUNG OIL

Paracrete 0.9

COAL TAR

Processed Coal Tar - Bituplastic # 28 o.4
Bitumastic f 50 0.4
Bituminous Resin-Emulsion 0.7

BITUMINOUS RESIN

Robertson Everplastic coat 0.1
Robertson Everplastic coat 0.1

VINYL COPOLYMER RESIN

Vinyl Floor Enamel 1.7

SYNTHETIC RESIN

Amercoat # 33 0.5

VINYL RESIN

I 30-36 Sealfast 1.0
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IV. CONVSMSION OF WARN4OUS FOR OMOUTROLE- ! STOP-M)E

A. CONVVISION OF AN EXISTIM' UA374OUSE.

1. Geral The principal objective in the conversion of any existing

warehouse to make it suitable for controlled humidity storage is to seal the building

against the entrance of moisture against vapor transmission and air infiltration from

the outside air. The extent to which this sealing qast be accomplished depends

on the type of building and its construction. Essentially the same sealing operations

are carried out in any building regardless of construction. However, certain details

in each building will require individual consideration and, therefore, only the

general modifications will be 0V-5cussed here. Because of the individual details which

occur in each and every building, the extent of "sealing" will vary as will the cost

of conversion.

Since the primary source of moisture in a dehumidified warehouse is that

carried into the building by the infiltration of outside air, the principal

sealing objective is to minimize air infiltration. The parts of the building

which admit most of the outside air are doors, windows, eaves, other building

openings. There is a certain amount of air which infiltrates through the walls

themselves, This is small in comparison to the air leakage through cracks and

other building apertures. Many of the existing dehumidified warehouses which were

converted for controlled humidity storage have a vapor barrier material sprayed

on the interior side of the building walls to resist vapor transmission through;

the wall. It is now felt that the application of such a coating is unnecessary in

view of the fact that the quantity of moisture entering the building by diffusion

through walls due to the vapor pressure differences is small and may be neglected

insofar as sealing is concerned. Eliminating this sprayed on coating will reduce

the conversion cost considerably.

The steps necessary to seal various parts of the building are relatively
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simple, however, they must be Civen adequate consideration. Since each buildinM

requiros individual consideration, it is impossible to outline specifically what

materials should be used and how they should be applied. Rather, the steps discussed

here cover the general points which should be accomplished in sealing the various

components of the building. When considering various parts of the building to be

sealed, the selection of a sealing method must give due consideration to the main-

tenance required to maintain the seal because it has been found from experience

in operation of dehumidified warehouses that it is necessary to periodically re-

caulk and reseal buildings.

2. WlJai For sealing walls of buildings having concrete block

or reinforced concrete walls, it is recommended that the exterior of these buildings

be coated with a cement-water type paint. Prior to the application of the cement-

water paint, any loose mortar joints or cracks in the blocks or walls should be

filled with mortar. The point where the floor intersects with the wall should be

carefully caulked with a suitable non-hardening caulking material. The most

important part of the wall which should be tightly sealed is at the eave line at

the intersection of the wall and roof. At this point most of the outside air in-

filtration is admitted to the building. Also, this part of the wall is most

difficult to seal. The construction details at this point vary depending upon the

type of roof deck and the type of building framing used. Where the roof overhangs

the wall, it is recommended that solid blocking be placed between the roof structural

members which rest on the wall with all joints around the blocking caulked. Where

the roof is capped at the point of intersection with the wall, it is recomended that

the flashing be secured and caulked to the building wall. There should be additional

caulking on the inside where the roof and wall join. The importance of obtaining

a tight sea3 at the eaves cannot be overemphasized.
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3. WinowSe. 0 g There are basically two types of window, wood frame

or steel sash, encountered in warehouse buildings. For steel sash windows, it is

recosuenoded that glazing be tight and any movable portion of the sash secured and

caulked. The peribeter of the entire sash at the point of intersection with the wall

should be thoroughly caulked. The window glass itself should be painted with light

color paints so as not to permit any direct transmission of sunlight.

For windows having wood frames, it is necessary that the glazing be

tight and any movable portions of the sash be securely fastened and caulked.

The entire perimeter of the window frame should also be caulked.

4. Doo Slnr When converting a warehouse for controlled humidity,

all of the material doors will not usually be required for materials movement. The

doors required for materials movement should be blanked off and sealed, These

inactive doors should be securely fastened to their frame with all joints being

caulked including the door frame at the point of intersection with the wall. Under

these condition4 it is possible to inactivate the doors by sealing and yet readily

reactivate them if required for future use. Non-active doors should be so marked.

If blocked by stores on the inside, they should be so designated on the outside.

Doors actively used should be weatherstripped to make them as tight as

possible. The frame itself should be thoroughly caulked at the point where it

intersects with the wall. The bottom of the door should be provided with a

rubber gasket seal at this point. If the doors are hinge type, they should be re-

placed with overhead sectional doors as this type can be made tighter than the hinge

type doors.

All personnel doors are penerally utilized when a building is used for

dehumidified storage. These doors, like the active material doors, should be

weatherstripped and the frame thoroughly caulked. Glass on these doors should

be tightly glazed.
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5, Yn All roof ventilators or similar openings in the roof or

walls of the building should be sealed by blanking the opening with sheet metal.

These openings should also be caulked with new sheet metal being painted.

(,. Fire Sorinklinr' 3Sstem Tn warehouses which have wet fire sprinkling

systems, the fire system should be converted to a dry sprinkling system in order to

avoid freesing during periods when the outdoor temperature may produce freezinm

temperatures within the warehouse if it is anticipated that the building will be

unheated.

7. Miscellaneous Sealing Wherever office spaces, lavatories, utility

rooms, or similar rooms are located within the building, it is necessary to seal

these spaces from the interior space that is being dehumidified. All doors, windows,

or other openings into the dehumidified space should be sealed in the same manner

as recommended above. When only a part of a building is to be converted for

controlled humidity storage, the exterior wall, etc., should be treated as previously

discussed. The interior partitions separating the space should be made as tight

as possible to reduce any air leakage from the non-dehumidified area.

A special point of importance, although not a sealing operation, is the

need for eaves on buildings used for controlled humidity storage. Without

eaves, external water from the roof tends to wet the wall. For masonry or concrete

walls this may add considerably to the daily moisture load on the dehumidification

machines. Moreover, the roof drainage from the eaves should be directly into storm

sewers, or it should be drained away from the building so as not to create a moisture

problem beneath the floor.

Other than sealing ventilators or similar openings in the roof, it is not

necessary to treat a built-up roof to give added resistance to vapor transmission.

A built-up roof has a high resistance to vapor diffusion and practically all warehouse.

buildings have this type of roof.



B. COhV 1SIOU OF USfZETl4 WARWOUS AT NAVAL SUPPLY DIRT.

1. Onner At the inception of the controlled hundidity storage program

at inland Naval Supply Depda in 1948 some 47 buildings having a gross floor area of

7,100,000 feet were modified for this type of storare. These buildings were the

standard size (700' x 9Oo') Navy warehouses consisting of Ceneral and Heavy Areo

Squipment storehouse. For the purpose of comparison, the construction of these

buildings is summarized into three categories, Types I, II, and III.

Type I Construction are buildings having 12" concrete block walls varying

in height from 20 to 26 feet. Floors are 1 inch reinforced concrete.

The wall and roof framing is either precast concrete or steel. The

roof construction consists of a built-up asphalt or pitch surface on

decks of concrete, wood or poured gypsum. These buildings have from

fourteen to sixteen 12 x 16 foot overhead cargo doors.

Type II Construction These buildings are the same size as Type I but differ

in the type of wall construction, wall framing, and windows. The

wall construction consists of either 12" brick or 6" concrete base walls

extending from floor to window sill height at a distance of 4 feet 3

inches above the floor level. The walls above this level consists of

approximately 6,500 sq. ft. of wood frame wall, with wood sheathing

and an exterior finish of asbestos cement board. The walls contain

center pivot window sash comprising approximately 9,700 sq. ft. The

roofs of these buildings are wood beam and girder frame construction

with poured gypsum decks and built-up roofing. The Heavy Material and

Aeronautical Warehouses have this type of construction and these build-

ings have a 60 ft. wide roof monitor in the center of the entire length

of the building. The ceiling height in the monitor section is approxi-

mately 30 ft. and in the side lean-to sections approximately 15 to 17 ft.
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The 9,?00 sq. ft. of glass in the building walls is divided between

the lean-to and monitor walls. General storehouses of this type

have 28 sectional overhead type cargo doors.

Twr III Construetion consists of buildings the same size as type I and II

excepting that the wall construction consists of poured reinforced

concrete. Other builling componefts such as floor and roof cons-

truction are the same as Type I.

The distribution of buildings by type at the four inland supply depots

is as follows:

Station Number of Buildings Gross Dehumidified
Type Type Type Storage Area, sq. ft.

I II III

NSD Clearfield, Utah I 18 2,290,000

NSD Mechanicsburg, Pa. 12 12 2,880,000

NSD Scotia, N.Y. 10 --- 1,200,000

NSD Spokane, Wash. 2 4 1,440,000

2. Buildinr Modification Although the warehouse buildings have

different designs and construction features as described above, the modifications

were essentially the same for all types of construction.

a. Wa&Ij The interior surfaces of all walls were sprayed with an

asphalt emulsion sealer to a thickness of 1/10" to 1/8". This asphalt emulsion

coating specification required a vapor permeability less than 7.0 perms. This spray

coating covered the entire wall and was carried onto the ceiling surface for a distance

of about 2 feet. Solid wood blocking was installed at the intersection of the roof

and walls, and this was given a liberal emulsion coating. Interior office space

partitions were treated the same as outside building walls.

b. Windows All movable windows were first secured and all joints

as well as the window frames were caulked. The interior side of the windows were
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sprayed with the asphalt coating in the same manner as the valn surfaces. The

exterior side of all windows were painted with aluminum paint.

c. 2og= The overhead nArfo doors not required for day to day

operation of the dehumidified warehouse wet* rendered inactive by installing a

1 1/2 inch steel angle bar along the outside bottom edge of the door. This angle

was secured to the floor and all joints between the exterior faces of the door and

its wood frame at the base, head, and the joint of the frame and masonry wall were

caulked. The horisontal joints between section of overhead cargo doors were caulked,

and the face of inch joint was covered with a vapor barrier type tape which in turn

was covered with a bituminous paint extending the length of the joint. The exterior

joints at the heads and jambe were closed with a 2 x 4 inch wood member which was

secured and embedded in caulking material. The entire interior side of the door

was than sprayed with the same type of asphalt emulsion coating as used on the interior

wall surfaces. The exterior of these cargo doors was also painted with aluminum paint.

All personnel doors not required in the use of the building were secured by this same

procedure.

d. Snrinkling Systems. The fire sprinkling systems in these buildings

were originally wet sprinklers, and they were converted to dry systems to prevent

freezing during winter months. The conversion from wet to dry involved alterations

in the valves and water supply mechanical equipment.

e. M In the building conversions it was necessary to

install additional electrical power to accomodate the requirements of the dehumidifi-

cation machines and the installation of the necessary ele'trical equipmewt required

for automatic controlled operation of this equipment.

Consideration was given to some treatment to the floors of the build-

ings. Due to the fact that the buildings were completely stocked with materials,

this was not done due to the cost of moving the stores. Certain floor sealers were
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Invcsti'.ated, and it was concludel that the life of such treatment was not sufficient

t. justify their use. -owever, the joints at the -ntersectiin of the v:all anu floor

were sealed with an asphalt caulking material.

All roof mponingm xirh as lolvers and vonts were closcd by covering

the opening with either plywood or sheet metal. These closures were caulked and

painted. Additional repairs were made to the roof where leakages were known as

weli as repairs to flashing and gutters to prevent rain and snow from entering at

these points.

3. W•arehouse Conversion Costs The cost of conversion of these bui I-

ings at the Inland Supply Depots varied from $0.27 to $0.3q per eross square foot

of warehouse space with the average cost being $0.30 per square Coot. "'he variation

in unit cost is due to two primary factors: (1) the geographic location influenceu

the number of dehumidification machines required from two per building at NSD

Clearfield to 4 per building at NSD's Scotia and Mechanicsburg; and (2) normal

building repairs were made at the time the conversion was done and these costs

are reflected in the overall costs.

The breakdown of the total cost on a percentage basis is as follows:

Percentage of

Total Cost

Vapor Proofing (Walls and Doors) 51

Controls and Wiring 18

Dehumidification Machines 13

Sprinkler System Conversion 18

As recommended previously in this report, future warehouse conversions

do not require spraying of the interior of warehouse walls. However, this does not

eliminate the cost of sealing doors, windows, and other building openings. The elimin-

ation of treating the walls should reduce the unit cost of converting the warehouses to

less than $0.20 per square foot.
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C. OPERATING COSTS FOR CONVETED CONTROLTED HUIDITY WAREHOUSES. Following five

years of operation the annual operating cost for dehumidified wlarehouses at the four

inland supply depots is summarized in Table VII. The annual cost of maintenance

and operation in Column 2 ib the direct cost associated with the dehumidification

equipment. The table shows that the local climate directly arfecte'the Annual

operating cost. NSD Clearfield and NSD Spokane are in a dry climate as compared

with NSD Mechanicsburg- and NSD Scotia.

The annual operating cost for warehouses at NSD Mechanicsburg were predicted

to be $0.40 per square foot per year. The actual operating cost compares favorably

with this figure.
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V. DMKMfIFIMION BQUPM

A. DEHMIDIFICATION MACHINES

1. l The dehumidification equipment of specific interest is the

type which is suitable for use in dehumidifying large storage warehouses. This

equipment consists essentially of two basic parts: (1) a fan capable of moving

large quantities of air; and (2) a moisture collecting media. Depending upon the

principal of moisture collection used, the mechanical equipment will vary. The term

"dehu~diftaktion" is commonly accepted and is a process by which the water vanor

content or a given volume of gas or air is reduced. The amount if lehumidification

which is to be accomplished in dehumidified storage dictates, to a great extent,

the type of equipment which is suitable for this application. The process of

dehumidification can be accomplished by either of two hethods:(1) a combination

of latent and sensible heat removal; or (2) the use of sorbents. Dehumidification

by the removal of latent and sensible heat involves the use of refrigeration.

Dehumidification with sorbents involves the use of a material which has the property

of absorbing and retaining the water vapor which Ia broight into contact with it.

All solid. materials are sorbents to some extent as they absorb wiater vapor in

varying degrees. The term "sorbents", however, is generally resTricted to materials

which have a capacity for holding large quantities of moisture in proportion to the

volume and weight of the sorbent. Materials such as wood, paper, etc., all absorb

moisture, but the quantity is small compared with their weight and volume. Conseq-

uently, they do not come under the general classification of a sorbent. There are

two types of sorbents as defined in the American Society of Heating, Air Conditioning

and Refrigeration Engineers Guide: (1) adsorben - a material which does not change

physically or chemically durinr the sortion process; and (2) absorben - a material

which changes either, physically or chemically or hot r'urin- the sorptio process.

The degrees of dehumidification accomplished in dehumidified storage does
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not vary widely and should not be compared with industrial drying applications

involving the removal of extremely large quantities of moisture. There are three

main principles of dehumidification applied to dehumidified storage. These are

(1) chemical desiccant, (2) refrigeration, and (3) selective ventilation. Each is

discussed according to its application for the dehumidification of large warehouses.

2. Dehuriadification with Chemical Desiecants Dehumidification with

chemical desiccants may be accomplished with either an adsorbent or an absorbent.

An adsorbent is often referred to as a dry desiccant and is a material such as

activated alumina or silica gel. Absorbents are most often referred to as liquid

desiccants which are solutions of lithium chloride or ethylene glycol. Both dry

and liquid desiccants accomplish dehumidification or removal of moisture by the

same principles. Sorbents have the ability of removing water vapor from a gas such

as air due to the fact that the vapor pressure of the sorbent is less than the vapor

pressure of the water vapor in the air surrounding the sorbent. Due to the vapor

pressure differences existing when the air is brought into contact with the sorbent,

the moisture in the air being at a higher vapor pressure will be adsorbed and continued

to be adsorbed until the vapor pressure of the sorbent is raised and in equilibrium

with the water vapor of the surrounding air. As this equililbrium condition is

attained, the sorbent will increase in weight equal to the amount of water vapor

which is removed from the surrounding air. When water vapor is removed from the

air, its moisture content is reduced; consequently, there is a reduction in both

specific humidity and relative humidity.

a. Dry Tvue Desiccants The most common dry type of sorbents are

silica gel and activated alumina. The adsorption of water by these materials is

commonly interpreted as a condensation process and, as such, the condensation

process involves heat transfer in the form of latent heat of condensation and the

heat of wetting. While the condensation or adsotption of water is taking place within



the desiccant, the latent L.eat of con•'ensation anC the heat of wetting is transferr ed

fr-oio the water to the solid desiccant. If provisions are not made tU remove this

heat, it is transferred from the water to the desiccant and eventually to the air

which is being dried. The performance of dry type desiccants is affected by two factors:

(1) the temperature of the air entering the desiccant; ind (2) the moisture content

of the air entering the desiccant. Dry desiccants have the capacity for holding

a treater quantity of moisture at lower temperatures and therefore are more

efficient in removing moisture when the entering Oir is at a combination of low

temperature and high moisture content.

A schematic diagram of a dehumidification machine which utilizes

dry type desiccants is shown in Figure 14. . hor warehouse dehumidification,

automatic equipment is most desirable when the moisture load is such that continuous

dehumidification is required. This type of operation is accomplished by having two

beds of desiccant such that one bed is adsorbing moisture while the other is being

dried and reactivated. The dry type desiccants are reactivated by heating to a

temperature within the range of 3000 to 6000F. By heating either the desiccant

or the air passing over or through the desiccant, the moisture adsorbed within

the desiccant is removed. The warehouse air to be dried is passed through the des-

iccant and returned again to the space being dehumidified. The outside air required

for drying and reactivating the desiccant bed is circulated through the heated desi-

ccant bed and returned to the outside. The desiccant beds in these dynamic

dehumidification machines are arranged so that each of the beds are switched on

and off the adsorption rcycle. The reactivation cycles are automatically controlled

by four way valves and automatic timing and control devices. The preformance

characteristics of the Pittsburgh Electrodryer Model J-150 and the Desomatic Model

DOR-100 dynamic dehumidification machines are shown in Figijre• 17, 19, 19, and

.). These curves give the machine performance as a function of iinlet air temperature.
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b. Liquid i.esiccants The liquid type desiccants most cormonly used

for dehumidification are solutions of lithium chloride or ethylene glycol. The

absorption of water by liquid desiccants requires the same process as for solid

desiccants where moisture is removed from air in contact with the liquid desiccant

due to vapor pressure differences. The moisture in air will continue to be absorbed

by the liquid desiccant until equilibrium conditions are attained. A liquid desiccant

dehumidification machine is shown in Figure 21. To accomplish dehumidification with

liquid type desiccants, the air to be dried is brought into intimate contact with

the absorbing solution by passing the air through a fine spray of the desiccant.

This permits very intimate contact between the liquid desiccant and the air. As

the moisture from the air is removed, the liquid desiccant absorbs the water and as

the process continues the absorbing capacity of the desiccant decreases. The liquid

desiccants, like the dry type solid desiccants, are regenerated by heating to a

temperature which causes the moisture to evaporate. As the moisture is evaporated,

the liquid desiccant solution becomes more concentrated and its moisture retaining

capacity is restored. With the liquid type desiccants, the latent heat of conden-

sation and tne heat of solution is transferred to the absorbent solution and is

either removed by regenerotion or transferred to the air being dried. A diagram

of a typical liquid desiccant dehumidification machine is shown in Figure 21.

The liquid desiccants, like the solid desiccants, have a greater

capacity for holding moisture at low temperatures. They also have a higher

efficiency when the entering air is at a low temperature and high moisture content.

3. Dehumidification by Refrizeration Although dehumidification by

refrigeration has not been utilized in dehumidified storage to a great extent, it

may have application in certain cases. Dehumidification by refrigeration is accomp-

lished by passing the !roist air over a cooled refrigeration coil where the tempera-

ture of the air is -educed below its dew point temperature. A typical layout of
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equipment is shown in Figure 22. AE the air leaves the refrigeration cooling

coil, its temperature is lowered, and its relative humidity is increased with a

decrease '.n specific humidity. The air may be passed over a heat exchanger which

nay consist of an auxilary heatiriv coil or the condensing coil of the refrigeration

system. As the air passes over the heating coil, the temrerature is increased

v:ith a corresponding decrease in relative humidity with the air returning to the

dehumidified space. The same basic principles of condensation are involved in

dehumidification by refrigeration as with the solid or liquid type desiccants. However,

the heat or condensation is removed by the refrigeration system and therefore is not

transferred to the dehumidified air as in the case of solid or liquid desiccants.

Consequently, there is an opportunity for better control of the air temperature

leaving the dehumidification unit when the refrigeration system is utilized than

with the other systems.

The cost of dehumidification by refrigeration is higher than either the

solid or liquid type dehumidifiers. 14aintenance and operational costs are also

higher than the desiccant systems. Dehumidification by refrigeration is not well

suited to geographical areas where moisture loads are high or where the ambient air

temperatures are low. At low amhient air temperatures, the refrigeration coil

must be maintaLned at a low temperature. Below freezing temperatures frost

accumulation on the coil is a disadvantage. It is not possible to generalize on

the performance of dehumidifying coils used in connection with refrigeration systems

because each coil or each design must be tested under a varied set of conditions in

order to establish its performance. The process of dehumidification with a refriger-

ated coil depenl's, to a large extent, on the design of the individual coil. There-

fore, in designing such systems it is recommended that the coil manufacturer be

consulted before the equipment is selected.
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B. OpRATION OF DEHMIDIFICATION U=JIPIUT Much of the success in operating

dehumidified storage facilities depends upon the personnel directly responsible

for the operation of the equipment. The overall responsibility for operating the

dehumidification equipment should be the responsibility of a technically trained

person who understands the principles of vapor transmission and the processes involved

with dehumidification machines. Also, an understanding of the instrumentation used

for recording temperature and humidity data and humidity control instruments for

the dehumidification machines is necessary. The staff of operating, personnel should

include mechanics capable of servicing any of the components of the dehumidification

machines such as electric motors, fans, valves, controls, and recording equipment.

All personnel connected with the operation of the dehumidification equipment

should be aware of the need for proper adjustment of the recording and control

instruments. Millions of dollars of stores are entrusted to preservation in dehumidi-

fied storehouses. If the control instruments are not maintained in adjustment, the

humidity level may rise above that specified and cause serious damage to the stores.

Consequently, proper maintenance of these instruments and controls is of utmost

importance.

The need for complete and thorough operating records is required as found from

the studies which have been made in connection with the analysis of moisture loads

in dehumidified warehouses and the performance of different types of building

construction. Inadequately recorded data is one of the chief criticisms covering

the data recorded by the different storage activities to date. The recording of data

pertinent to the operation of the dehumidification equipment should include data on

the following: (1) machine operation which includes timer settings etc., (2) machine

maintenance, (3) outside weather conditions, and (4) warehouse tempertures and

humidities.
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Naval Supply Depots operating dehumidified warehouses have, in the past, prepared

monthly reports on the operation of these facilities, and it is recommended that

the monthly station report form in Figure 31 be adopted at all activities in order

that all reported data will be uniform and more complete than that which has been

obtained in the past. A complete record of the data as outlined in this form will

permit an analysis of operation from the standpoint of both machine and building

performance. It is recommended that the data for the monthly report be collected

as follows:

1. The inside dry bulb temperatures and relative hiridities recorded on

hygrothermograph weekly charts. The weekly average temperature and humidity

may be obtained from this chart and converted to the weekly average dew

point temperature. The conlitions reported in the monthly station report

woult be the average of four weekly periods.

2. The machine timer settings to be recorded weekly. If settings are

changed -ignificantly during a monthly period, this change should be noted

on the -ionthly report.

3. The machine running time on both adsorption and reactivation should be

recorded monthly and reported on the monthly station report.

4. The power consumption is determined directly from the total machine running

time.

5. The open door time to be recorded weekly and the four week total given in

the monthly station report.

A. The stores movement in and out of the building to be recorded weekly and

the cumulative total for four weeks reported on the monthly station report.

The operation of the dehumidification machines and associated controls requires

that facilities be provided whereby the control elements can be checked and adjusted

periodically. The U.S. Naval Supply Depots have such facilities in use at the present



time and are equipped to adjust humidistats, exercise humidistats, and adjust

recording hbyrothermographs. The facility necessary for checking and adjusting the

humidistats and hygrothermographa is a room, or cabinet, in which the humidity can

be controlled at any desired level, and the humidity and temperature conditions

cycled periodically. Suitable temperature. and humidity recording instruments for

maintaining records of outdoor weather conditions should also be provided.
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C. DEHURIDIFICATIO!N CONTPOL SYST34S. In the conversion of warehouses at the

four- Naval Suprly Depots the operation of the dehumidification rrachine. were controlled

by a system which incorporated a twelve hair element type humidistats which were

integrated with a master control panel. A schematic drawing of this control system

is shown in Figure 23. This control system utilized six humidistats for the control

of two dehumidification machine-. The reason for the six sensing elements was to

get a thorough sampling of warehouse air with respect to relative humidity. The

control system gave satisfactory performance. However, in the course of operating

these facilities, it was found that satisfactory and reliable control of the machines

could be obtained with two humidistats per building or one in each fire bay.

The hair type humidistats require periodic exercising to remove any "set" which

results from long term use at any setting. With the use of only two humidistats

per building, the instrument maintenance is reduced considerably over the systems

utilizing twelve units.



A D 6

B C

F'
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B- 1/4 Watt Neon Indicating Light
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Figure 23

Schematic Layout of External Dehumidification Machine Control

System
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D. SZfBTON OF DEHMIDIFICATION MAC4I;iS The selection of dehumidification

machines to handle the maximum daily moisture load depends, to a large extent, on the size

of the building being dehumidified. The machines most commonly used at Naval storehouses

today have a moisture removal capacity of 500 piunds )f water per day. Sufficient

numbers of these machines were installed to remove the estimated maximum daily

moisture load to be encountered plus approximately 100r.. The I00,4 excess capacity

uas intended to allow W0- operating time during the period of maximum load. Figures 9-

12, show that loads were actually greater than estimated and that the excess

capacity was less than expected. The capacity of the machines varies with the waa-e-

house temperature, and the selection should be governed accordingly. That is, any

excess capacity installed should be based upon machine ratings under temperature

conditions existing during the period of maximum load. It is unnecessary to select

machines having a capacity to handle both the maximum daily moisture load and the

drawdown load when the building is first put into use. The capacity to be installed

should be based primarily on the maximum load and allowing an excess capacity to

permit intermittent operation. An excess capacity in the amount of 50A of the design

daily moisture load is adequate. This will also give the capacity to handle a drawdown

load providing the operation of the warehouse is not initiated during the design

(maximum load) month. In the previous example, Section III, c., 6, where the design

daily moisture i" 1,601 pounds per day, it would be necessary to install four machines

with moisture removal capacity of •00 pounds per day each, or a total capacity of

2000 pounds per day.



S. 41MDITY CONT'rOL WY SErECTIVE VMTIIATION The air conditions required for

dehumidified storage may in somne geographic areas be maintained by a process referred

to as "2elective Ventilation". This is not a method dehumidification since it does

not involve any condensation of water va'or. owever, it iz; cinsidered a method

of accomplishing humidity control for storage purposcs I cnausv' t al main sourcc

"moisture in iUehumidi e& wa-ehouses comes from the outdoor air. Where climatic

cond.itiins are such that the outdoor air is low in moisture content at certain

intervals, it is possible that a warehouse can be ventilated with dry outdoor air

to maintain the relative humidity level required for preservation of materials. In

studies sponsored by the lureau of Yards and Docks under contract NOy-707(O at NSD

Mechanicsburg, it was Pound that dehumidification by selective ventilation is

possible, and the 'a-tn- -!:irlch determines its applidation it the frequency of

conditions where the outdoor air has a lower absolute 'ioisture content than that

maintained within a storchou. e. ', these stuies, one warehouse was equipped with

a fan capable of moving 12,000 cubic feet of air per minute into the warehouse. The

fan was wired to a special controller which continuously sampled both indoor and

outdoor air. When the control element senses that outdoor air is dryer than indoor

air, the fan is automatically turned on and allowed to run until the outdoor conditions

are more moist than that indoors, at which time the fan would shut off.

In principle, dehumidification by selective ventilation is accomplished merely

by replacing the moist indoor air with dryer outdoor air. The extent to which

dehumidification can be done by this .ethod depends, as previously mentioned,

on the frequencies which the absolute humidity of the outdoor air remains below the

indoor air conditions, and also the duration of such periods. As an example, for a

3,000,000 cubic foot standard 200 x (00' :'avy warehouse, a 12,000 cfm fan provides

approximately 1/4 of an air change per hour. If the outdoor air conditions are such

that the relative humidity in the building may be reduced to 35% by selective ventilation
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and, if the building is operated for a number of days at these conditions, there

would be a considerable drying effect upon the materials within the building. The

reason is that a standard Navy warehouse contains approximately 4,700 tons of wood

and hygroscopic dunnage. The moisture content of wood and hygroscopic dunnage in

a warehouse maintained at 40• relative humidity is 7.5% If the relative humidity

of the ambient air were reduced to 35% and maintained at this condition for a certain

period of time, there w;ill be a reduction in moisture content of the wood and the

hygroscopic materials to approach a moisture equilibrium content with the 35% relative

humidity. The wood and hygroscopic dunnage in approaching equilibrium with 3517

relative humidity which would result in a large quantity of water being transferred

to the air. By reducing the moisture content of the materials a large reservoir

of moisture is created to provide a "flywheel effect" whenever the humidity Aises

to 40' when selective ventilation is not possible. Through this combination of

ventilation and moisture removal from hygroscpoic stores, it is possible to accomplish

satisfactory operations of dehumidified storage in areas where climatic conditions

permit the use of selective ventilation. In order that selective ventilation can be

applied in any climatic locality, it is necessary that a very detailed study be made

of weather records for the area. The weather records should be analyzed on the basis

of number of hours per month in which the outdoor ambient conditions have a moisture

content lower than that to be maintained within a warehouse. If the occurrence of

dry outdoor conditions is frequent, it is recommended that selective ventilation be

considered since it is the most economical method by which dehumidified storage can

be accomplished. In areas where the occurrence of dry outdoor conditions is rather

infrequent, it is still possible to utilize selective ventilation but it must be

supplemented by mechanical dehumidification machines.
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VI. 0E AUTING PROC EXTR&S F•OR CONTR•OLI&D HMI•DITI L'i-W4AG;E

A. OPERATIONAL PROCEDURES FOR CONTROLLED HUWI,)ITY WAREHOUSES.

To assure that the program for the preservation of' materials be effective,

a relative humidity of 40, or lower was selected for ambient storage air. All

dehumidified spaces at the !%. S. haval Supply Depots have been maintained at this

humidity level since being placed into operation. To maintain this condition, the

humidistats in the buildings are set at approximately 37,- to 383' relative humidity

and as a result the inside conditions have never exceeded 40) relative humidity.

In general, when the building is placed into operation all dehumidification

machines are utilized. However, there have been cases where buildings have only been

in partial use (partially filled with stored material) at which time only a part of

the building has been dehumidified. When the entire building is dehumidified, all

doors in the fire walls are left open to permit free circulation of air, and the

opening of all active cargo doors is kept at a minimum.

The methods of storage used in dehumidified warehouses, has, generally, follow-

ed the normal non-dehumified storage procedures. In dehumidified buildings where

cargo doors have been sealed, additional storage space was made available. Aisle

space requirements were reduced, resulting in additional storage space. The only

factor which distinctly differentiates a controlled humidity warehouse from an active

uncontrolled warehouse is that the material movement time through cargo doors be

maintained at a minimum. This requirement should be rigorously stressed to reduce

to a minimum the infiltration of outside humid air.

The warehouses are operated as preservation storage facilities with complete

awareness of the factors affecting the dehumidification moisture loads. The operat-

ion of gasoline driven equipment such as fork lifts, etc. has been closely controll-

ed to prevent carbon monoxide concentrations of attaining concentration levels which

are harmful to personnel. In only a few instances has it been necessary to provide
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ventilation to counteract this problem. However, electric lift trucks are utilised

considerably for materials handling within controlled humidity warehouses.

The operating personnel required for the 3,000,000 square feet of controlled

humidity warehouse space at NSD Mechanicsburg originally consisted of seven persons

consisting of one group leader, two mechanics, and four operators. The group leader

nas overall charge of the operation and maintenance of the dehumidification machines

and the test room and its allied operations. The mechanics are responsible for per-

forming the maintenance work required on the dehumidification machines, controls and

accessory equipment. The operators are responsible for the periodic checking of

machine operation, humidistat performance, and the operation of the hygrothermo-

graphs. The operators also collect data regarding door open time, machine running

time, the number of machines cycles, and other pertinent data regarding the operation

of the building. They are also required to report the maintenance required on mach-

ines, control system, doors - both active and inactive, and other building deficien-

cies which will affect the machine operation.

Since the operation of controlled humidity warehouses has become routine, during

the past two years it has been possible to reduce the number of assigned personnel

from seven to three people on the subject type warehouse.

B. OPERATION OF GASOLINE AND DIESEL DRIVEN HANDLING EQUIPMENT.

The operation of gasoline and diesel engine powered equipment inside a ware-

house should be limited to a period not to exceed one hour unless cargo doors are

open and remain open for fifteen minutes of each hour of operation. Past experien-

ces indicates that in the large sections of dehumidified buildings with two cargo

doors open, gasoline engine equipment may be safely operated without increasing the

concentration of carbon monoxide above safe limits. Operators of gasoline equipment

should be instructed to shut off the engines when not in use and under no circum-

stances permit the engines to idle for more than thirty seconds. Self-power exercis-
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ing of gas or diesel fuel engine operated equipment in storage should not be permitt-

ed within any warehouse.

Carbon monoxide is one of the most dangeroup and yet one of the most common

hazardous gases encountered in daily life, It is a product of incomplete combustion

of all c ommon fuels. It is colorless, odorless, and slightly lighter than air and

is one of the chief constituents Of exhaust gases produced by internal combustion

engines. Gasoline engines on materials handling equipment should be adjusted and

maintained in such a condition for its maximum combustion efficiency. An improper-

ly adjusted or worn piece of equIpment may produce twice the amount of carbon monoxide

as an engine that 3a properly ad)istedo The average idling automobile engine, if pro-

perly adjusted, produces carbon monoxide at the rate of 0.6 cubic feet per minute.

Consequently, warehouses in which gasoline engines operate can present a serious

health hazard unless the operation is controlled and the working area suitably venti-

lated by simple and common procedures.,

Stockmen should be instructed to contact the Safety Division if they have any

problem concerning carbon monoxide in a building. All stockmen in the dehumidified

buildings should receive instructions in the use of a simple carbon monoxide detector

which should be provided. If 100 parts of carbon monoxide per million parts of air

or .01 on the scale of the tester is detected, the Safety Division should be notified

to double-check the atmosphere.

Tests conducted at NSD, Mechanicsburg, Pennsylvania, show that operating a gas-

oline engine lift truck in a clog section of a controlled humidity building produc-

ed a carbon monoxide content of 0.03 (3 parts of carbon monoxide per 10,000 of air.)

This concentration produces headaches, mental d ullness and nausea in one and one-

half to two hours. Experimenting with two gas engine lift-trucks in the same section

for one hour with the doors open for fifteen minutes after one-half hour operation

showed a concentration of .02. With one machine in operation, the concentration was
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slightly below .01, or one part per ten thousand. Employees can work without per-

ceptible effects or discomfort in a concentration of .01 carbon monoxide for eight

hours.

C. ECORDS MAINTAINED FOR DEHUMIDI7ICATIOi% OPERATIONS

There are a number of record forms which are used in collecting data relative

to the operation of the dehumidified building, machines, and the test room. A brief

description of these forms is as follows:

Torm 440 - Shown in 'zire 2• is a check sheet located at the contro)l panel

in the warehouse buildings which have a humidity control .,ystem

utilizing 12 'lumidistats.. This form is used by the dehumidification

machine operators in their daily check of the building. The illumi-

nated indicating lamps on the control panel reflects the number of

humidistats which are calling for dehumidification and are noted uipn

the form. This serves as a daily check on the operation of the con-

trol system and also on operation of the humidistats located through-

out the building. In the daily check, if a light is observed to be

on continuously the operator can assume that either the humidistat is

out of calibration or that there is an inoperative relay in the con-

trol panel. However, experience has proven the reliability of the

dehumidification machines so that in recent installations, control

boards have been omitted in favor of daily visual inspection of each

machine by operating personnel.

Form 690 - Shown in Figure 25 is a record maintained at each machine and filled

in during the operators' daily observation of the machines. In the

columns provided, the readings of the cycle counter, reactivation

timer, and absorption timer are recorded. The purpose of this running

log is to show the number of cycles completed in a 24-hour period along
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with the corresponding absorption and reactivation time. Any

irregularities which arise between the absorption and reactivation

timer can be noted if the time observed and recorded on this sheet

in not in accord with the time settings on the absorption and re-

activation timers.

Form 627 - shown in Figure 26 is used to record the operating conditions of

the master hygrothermograph and the combined dry bulb and dew point

recorder used in the test room. The prindiple purpose of this record

is to show any discrepancies which may exist between the master

hygrothermograph and the condition within the test room.

Form 734 - shown in Ficure 27 is used by the machine operators to summarize

data collected during the week. The absorption and reactivation

time settings are observed and recorded in this table on Mondays

along with the door open timer meter readings. :,Z •Vednesday and

Thursday, psychrometer readings are taken in three locations (one

in each fire bay) in each building and are recorded in the columns

headed NS, CS and SS. On Friday, the check is made on the resistance

of the heating elements in the dehumidification machines and these

resistance values are recorded in their appropriate columns.

Form 243 - shown in Fi is a report form used to sunmarize the operations

in each dehumidified building at the Depot. One sheet is prepared

for each building and the weekly operations are summarized to give

pertinent information regarding machine operation, door open time,

and power consumption.

Form 731 - shown in Fi is a monthly report which is used to record

preventative maintenance performed on the dehumidification machines.

Its contents are self explan-.
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Form 239 - shown in F is a fonr used in collecting data on the move-

ment of stores in and out of buildings. This form is provided to

each stockman in each building and it is filled in at the end of each

week to record the tons of materials moved "IN" and "OUT" of the

warehouse. At the end of the month, a suxnvary is made in the space

provided. The report summarizes this operation for inclusion in

the monthly report covering all buildings.

'o m 3ýA 441.0 - 4 shown in `Aizure _JL is the monthly station report presently

used at Nechanicsburg, Pennsylvania, to report the humidity and temp-

erature conditions within the dehumidified warehouse, the power con-

sumed in each building, the door open time, and material handled in

and out oi" the buildings. This breakdown is very desirable and should

be initiated at the time buildings are placed in operation.

In addition to the preceding forms, the hygrothennograph chai.ts in ujo in all

buildings and in the outside weather station are filed in the Jepot for a permanent

record. The test charts taken from a four-pen temperature recorder used in field

checking the operation of the dehumidification machines are also filed with the hygro-

thermograph charts.



Form No. 440
Humidity Indicotor Light Record of Humidity I dicotor Lifit Record 0•

Building No. Building No-
Humidistot Setting: %R.H. Humidistot Setting: %R.H.

to Nr. I 2 3 4 5 6 7 8 9 10 11 12 Date Hr. I 2 3 4 5 6 7 S 9 10 11 12

Figure 24

Humidity Indicator Light Record



Daily Timer Check Sheet
Form No. 690

Dote Cycle React. Adsorp. Dote Cycle React. Adsorp.

Figure 25 Navy - NSDMoch.,Po.

Daily Dehumidification Machine Timer Check Sheet



Master Hygrothermograph Chart Against Foxboro Recorder

Semi-Weekly Dry Bulb and Relative Humidity Check SheetNo.

Covering Period Form To

Foxboro Master Foxboro Master

rime D.P. D.B. R.H. D.S. R.H. im D.P. DI.. R.H. Q B. R.H.

F F % F % F F % F %
"12 4

2 6
"4 S
6 10

8 12

-0 2

12 4
2 6

4 8
6 10
8 t2

10 2
12 42

2 6
4 8
6 10

8 Ia

10
12 -,v*

2

4 Remarks
6
a
10
12

2
4
6

10
12

Form No. 627 NSID Meeh.,Pa. 9/29/52-300
Figure 26

Test Room Condition Log
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Form Na. 243 I)ehumidflseotion (Euipment Date Log

Station Mechanicsburg , Pa. building No.

Nominal Month of Me. of Machines
Covering Period of to ,lnal.

Week Door Opening Mach. C•e$os Adsorpton Reactivation Power
Endsg Meters Na,

Dr. Meter Hrs. Moeto Cyclm Mote Hrs. Motors. Time Ads Roo Total
No. Rd O - .Rd _ dg - - Rdol Cycle KWH KWH KWH

Totals

Totals

Totals

Totals

Totals

Month
Totals

Figure 28

Dehumiditication Equipment Doto Log



Dehumidification Mechine Log
form No. 731

Stotion- NSD Mechenisburg Po. Building No.
Me Dotwe Comments Date inspection Notes

II
2

3

4

S. 3

4

__ 2

•" 3

4

2

3

. 4

0CL
0

Figure 29 Novy-NSDMockPa.

Dehumidification Machine Log
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Monthly Vottion Report
on

Dehumidified Worehouse Report S & A 4450-4

Station
Nominal Month of 19 No. Houses
Covering the Period To, No. Machines-

Ave. Ton meg. Toes
Bldg. .B Ave. Power Door Materiel prH of Notes
No. Temp RH. Used Time Hendled Dor Time

*o % KWH Hrs.n

Tota I
Average
Total Lost Month
Average Lost Month

•:omments: Figure 31

Monthly Station Report on Dehumidified Warehouses
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APPENDIX I.

ELECTROCHEMICAL PROCESS OF METAL CORROSION

The process of electrochemical corrosion can be illustrated by reference to

the simplest case, that of iron. The process of electrically charged particles

(ions) of iron going into solution and displacing hydrogen may be illustrated by the

chemical equation:z FE + 2H+ Fe+++ + 2 H
metal ions ion atoms

This shows the formation of the hydrogen film which forms on the metal surface.

This hydrogen is free to combine with any dissolved oxygen in a water solution

to form additional water:
"PH + 1/262 ri-aO
atoms dissolved liquid

or the hydrogen can escape from the surface as gaseous bubbles.

2H--- H2
atoms gas

As the hydrogen is removed from the metal surface the reaction proceeds with the

accumulation of ferrous ions (Fe++) which are oxidized and precipitated as rust.

This reaction is: 2Fe++ + 1/20 + H20 - - 2Fe+++ + 20H

which yields insoluble ferric hydroxide (rust). In this process the hydrogen acts

as a metallic element with positive ions being displaced and plated out.

The electrode potential present at any instant between the metal surface and

its ions in solution is proportional to the initial tendency of metal to corrode.

Because the electrode potential may vary with the concentration of metals ions in

solution, it is necessary to establish a base concentration. A standard concentra-

tion is an ion concentration of 1 mole per 1000 grams of water. With this in mind

and arbitrarily establishing the potential of hydrogen as zero, the electrochemical

series of elements has been arranged. Theoretically, each element in the electro-

chemical series should displace the elements below it. However, this may be varied
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by changes in ion concentration and temperature and composition of the electrolyte.

The placing of metal in contact with water will cause a continuous evolution of

hydrogen if the hydrogen were always at a potential corresponding to its position in

the electrochemical series. This is not always the case as hydrogen on most metal

surfaces has an added resistance to overcome before it can be liberated as a gas.

This added resistance is termed "overvoltage" and its magnitude depends upon the

nature or condition of the conducting surface, the temperature, pressure, nature

and velocity of the solution, and the size and number of hydrogen bubbles formed.

Overvoltage is then the potential which acts against the liberation of hydrogen

at the cathode. Low hydrogen overvoltage in the absence of oxygen may lead to an

increase in the corrosion rate. Various organic inhibitors along with other substances

which are strongly absorbed by the cathode tend to increase overvoltage with a reduct-

ion in the rate of reaction.

The importance of hydrogen in the corrosion process is evident from the primary

equation. Variations in the hydrogen-ion activity have an important effect upon the

rate of corrosive reaction. The general conclusion is that the more acidic, greater

hydrogen-ion activity, the greater is the corrosive attack, This, however, is not

always true as many metals have a tendency to become passive upon oxidation in concen-

trated acids. Alumir nLm and many alloys are unaffected by variations in acidity as a

result of their inherent pass:Lvity. Although most metals are more strongly attacked

by acids, the amphoteric metals (aluminum, lead, zinc, etc,) are corroded in alkalies.

INFLUENCE OF OXYGEN IN SOLUTION

As the rate of corrosion is dependent upon the success in the removal of the

hydrogen film from the cathode, the importance of oxygen in the solution can be under-

stood. Oxygen in solution will remove the hydrogen by combining with it to form water.

The rate of corrosion is therefore controlled by the amount of dissolved oxygen adja-

cent to the metal surface. Although an increase in oxygen concentration usually



increases corrosion some metals require an excess of oxygen to remain more passive.

This is true of such metals as aluminum and many of the stainless steels which may

corrode when the oxygen concentration is small. Corrosion of metals may take place

in low oxygen concentration when conditions exist that will cause removal of hydrogen

or attack by other ions.

The presence of ions other than the metal or hydrogen ions can affect the rate

and degree of corrosion. Probably the most important influence of other ions is

the resulting nature and distribution of corrosion products,, An example of this

would be the protective coating formed on deposition of calciuam carbonate from hard

water. Secondary effects could be the modification of metal and hydrogen-ion concen-

tration by the presence of other ions or direct metal oxidation by the other ion

itself.



SUPPLEMENTAL INFORMATION

Technical Report 131 - "Moisture Migration Rates Through Building
Materials" dated 12 May 1961 by U. S. Naval
Civil Engineering Laboratory, Port Hueneme,
California provides data on the migration
rates of mcisture entering dehumidified
warehouses through walls and floors as
evidenced by tests on laboratory samples.
Report available from Armed Services Technical
Information Agency. (Successor agency -
Defense Documentation Center, Cameron Station,
Alexandria, Virginia.)

Technical Report R221 - "Warehouse and Preservation Methods and
Economics for Storing Materiel" dated 27 Dec
1962 by U. S. Naval Civil Engineering
Laboratory, Port Hueneme, California is the
final report of test program mentioned on
page 57 of University of Minnesotaes "Technical
Aspects of Controlled Humidity Storage", and in
the Foreword and page 11 of University of
Minnesota's "Preservation of Materials in
Controlled Humidity Storage". Report available
from Defense Documentation Center, Cameron
Station, Alexandria, Virginia, or from
Director, Technical Services, Department of
Conmerce, Washington, D. C.



ERRATA

Page 36 - 15th line
"The wall transaission components of the total
load was calculated by utilizing the recorded data
on conditions maintained within the warehouse and
outside weather data for each particular month,
The moisture load due to stores turnover was
calculated from recorded data giving actual stores
movement into the building."

Page 38 - B - Port Hueneme

Page 53 - 5th line - "400 cu. ft." should read "40 cu. ft."

Page 63 - Under 'Stores Turnover Load' a second heading
should be added to the second load calculation as
follows:

Open Door Load
Daily Load:

Page 68 - Table VI - added aster'sk to heading as follows:
Perms - M* and add footnote as follows:
*Perms - based upon thickness indicated.

Page 78 - 12th line - "The doors required for materials
movement,.." should be "The doors not required
for materials movement should be blanked off and
sealed. "

Page 84 - 9th line - "$$.40 per square foot per year" to be
changed to "$0.04 per square foot per year."

Page 94 - 3rd line - delete the work "a' before "twelve hair
element.,,. 1

Page 96 - 3rd line - Insert "of" between "method" and
"dehumidification, "

Various - Minor errors of typography and spelling are not
corrected,


